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8— Interior equipmen 


1 Interior rear-view mirror 
(VRL007370; Edition 10.2014) 


11 Interior rear-view mirror - remove and 
install 
Removal: 
- Pull the interior rearview mirror -arrow- and away of the sup- 
port plate (mirror base fastening spring). 
Installation: 
Installation is performed in reverse sequence to the removal. 


R6G-10121 


1.2 Interior rear-View mirror support - fasten 
Special tools and workshop equipment required 

@ Glass scraper -1~(commercially available). 

@ Blade -2- (commercially available). 


VeRDaao 


Materials: 

# Metal and glass adhesive set - D 000 703 A1- 
Gluing: 

= Remove the mirror base ‘Support. 


- Remove adhesive residues from:the support with a steel 
brush. 


- Sand the three spacing bumps on the gluing surface. To do 
so, place the sandpaper (360/400 grit) over a flat surface. 


- Keep the sanded surface free of dirt and grease. 


- Scrape the adhesive residues and the primer from the wind- 
screen up to the ceramic paint coat with a glass scraper. 


- Clean the gluing surface using the Adhesive remover - D 002 
000 10- or the Cleaning product - D 009 401 04-. 
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A WARNING 


Do not damage the ceramic layer. Scratches will always be 
visible. 


- Cut the nylon mesh to the exact size of the mirror base. 


(a) Note 


Use of protection gloves (rubber gloves) is recommended. 


- Apply an even coat of adhesive to the mirror support. 
- Seat the nylon mesh fabric on the mirror support. 


- Moisten the nylon mesh fabric in,adhesive, applying one more 
coat with the tube. 


(a Note 


You have 30'seconds to place the nylon mesh over the adhesive 
and press the set onto the windscreen. 


- Strongly press the base of the mirror onto the windscreen for 
15 Seconds (without excessive force). 
- Remove excess adhesive using a cloth. 


(@] Note 


The, rear-view mirror can be assembled after 15 minutes. 


1.3 Internal rearview mirror with automatic 
anti-glare - assembly overview 


The internal rearview mirror with automatic anti-glare automati- 
cally darkens when the driver is affected by a light beam coming 
from behind. 


It is composed, of a mirror and an electrical system with two photo 
sensors. 


The electronic system uses the photo sensors to identify light from 
the front and the from’behind. 


If the presence of light from behind.is greater than in'the front, the 
electronic system feeds current to the conductive lining. 


The voltage supplied changes the colour of the electrolyte. The 
higher the voltage, the darker the electrolyte becomes. 


The anti-glare feature is deactivated upon engaging the reverser 
gear. This allows use of the internal rear-view mirror for maneu- 
vering inside a garage without lighting. 
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1 - Mirror 

2 - Electrolyte lining 

3 - Silver reflective layer 
4 - Conductive lining 


5 - Photo sensor 


Q Identifies the presence 
of light from behind (rear 
window and passenger 
compartment). 


6 - Photo sensor 


Q Identifies the presence 
of light from the front 
(windscreen). 


7 - Electronic system 
8 - Interior rear-view mirror 


Q > Check operation: Turn 
on the ignition. Cover 
photo sensor -6- and il- 
luminate photo sensor 
-5- with a flashlight, the 
surface of the mirror 
should darken (reverse 
gear cannot be engag- 
ed). 


Re8-10017 | 
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1.4 Internal rearview mirror with automatic anti-glare - assembly overview 


1 - Interior rear-view mirror 
Q Remove and install 


2 - Right side cover 
3 - Connectors 

4 - Left side cover 
5 - Mirror base 


1.5 Internal rearview mirror with automatic 
anti-glare - remove and install 


Removal: 


- Turn the ignition and all electric consumers 6ff,and remove: 
the key from ignition. 
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- Detach the left -4- and right -2- side covers and remove them. 

- Disconnect the connector -3- from the mirror base -5-. 

- Remove the mirror base -5- and the mirror -1- as one unit, 
pulling down -arrow-, detaching them from the support. 

Installation: 

The installation occurs in the reversal sequence of removal. 


1.6 Fastening support of mirror with auto- 
matic anti-glare (with rain sensor) - in- 
stall 


Special tools and workshop equipment required 


@ Glass scraper -1- (commercially available) en AG. Volkswagen 4, 


3 do, 
@ Blade -2- (commercially available) 


Vea 


Materials: 

Cleaning solution - D 009 401 04-  & 
@ Glass / body primer - D 009 200 02- a 

# Metal and glass adhesive set - D 000 ‘03 A1- 


The repair described prevents the windscreen from having to be 
replaced and uses the mirror support from the replaced wind- 
screen. 
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Preparing the windscreen: 


- Remove primer and adhesive residues all the way to the ce- 
ramic paint layer -1-. 


- Clean the gluing surface using the Adhesive remover - D 002 
000 10- or the Cleaning product2'D'009 4070442), 


- The drying period lasts a minimum of 10 minutes. 


- Apply Primer forglass / body - D 009 200 02- onto the ceramic 
paint layer -4: 


- Drying period: minimum 10 minutes, maximum 1 hour. 


Prepare the fastening support for the new/removed mirror: 

- Manually remove (scrape) adhesive residues (removed sup- 
port). 

- Sand the gluing surface -1- with water using a fine grit 
(800-1200) until all residues are removed from the surface. 


- Clean the gluing surface using the Adhesive remover - D 002 
000 10- or the Cleaning product - D 009 401 04- . 


- The drying period lasts a minimum of 10 minutes. 


Install the mirror fastening support: 


- Apply Metal/glass adhesive set - D 000 703 A1- directly onto 
the sanded and'cleaned gluing surface -1- on mirror support. 


- Adhesive cord diameter: {APProx.: 2.5...3mm). 


- Press the mirror base -1- onto the prepared windscreen -2- 
immediately after applying the adhesive. 


- Center the mirror support -1- into position on the ceramic pre- 
layer lining and fasten using adhesive tape. 
Clean and remove excess adhesive: 


- Carefully remove the adhesive tape 30 minutes to 1 hour after 
gluing the mirror support. 


Ma8-10014 


68-1015 


We6-10015 


68-10016 
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- Scrape excess adhesive -1- while still soft using a scraper. 


- Completely remove the remaining excess adhesive using a 
cloth moistened with Adhesive remover - D 002 000 10- or 
Cleaning solution - D 009 401 04-. 


(a) Note 


The mirror can be assembled 2.5 hours after the mirror support 
is glued. 


M68-10017, 


1.7 Internal rearview mirror with automatic anti-glare (with rain sensor) - as- 
sembly overview 


1 - Mirror fastening cover 
1 Glued to windscreen 
= page 5. 


2.- Rain sensor and sunlight 
photosensor - G397- 


Q Remove and install > 
Electrical system; Rep. 
gr. 92 ; Windscreen, 
rear window and head- 
light washer and wiper . 


3 - Upper guide 
4 - Lower guide 
5 - Interior rear-view mirror 


Q Remove and install 
= page 8. 


6 - Right side cover 
7 - Left side cover 


R68-10123 |} 
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1.8 Intérnal rear-view mirror with automatic 
anti-glare (with rain sensor) - remove 
and install 


- Turn the ignition and all electric consumers off, and remove 
‘the key from ignition. 


2 Remover the side guide covers -3-. 
s Disconnect the connector -4- from the mirror base -2-. 


- Remove the mirror base -2- and the mirror as one unit, pulling 
down -arrow-, detaching them from the support. 


~. If necessary, relieve pressure from springs -1- carefully with a 
3. screwdriver. 


A Caution 


Please pay attention when relieving spring pressure -1- as the 
spring,may be damaged, which prejudices the rear-view mirror 
assembly. 


‘~*~ __ y 


Installation: 


The installation occurs ifthe reversal sequence.ofiémoval. 
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2 Object compartments, covers and 
lids 
2A centre console - general assembly overview 


1 - Upper centre console 
Q Remove and install 
= page 9. 


2- 12-volt outlet - U5- or Ciga- 
rette lighter - U1- . 


G Remove and install = 
Electrical equipment; 
Rep. gr. 90; Instrument 
case, indicators . 


3 - Bolt 
Q 2units. 
Q 1.5Nm. 
4- Bolt 
Q 3units. 
Q 1.5Nm. 


5 - Lower centre console cross 
member 


6 - Lower centre console 
Q Remove and install 
=page9. 
7 - Speed nut 
Q 1 unit. 
8 - Shift lever set 
9 - Bolt 
Q 2units. 
Q 1.5Nm. 


R6S-10125 


2.2.1 


- Turn the ignition and all electric consumers off, and remove 
the key ftom ignition. 


3S 
For vehicles with manual transmission: 
3, 


(a) Note % 
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- Detach the shift lever bellows. 


For vehicles with automatic transmission: 


- Remove selector lever handle -1- = Clutch and transmission; 
Rep. gr. 34; Drive, case. 


- Remove the upper cover of the selector lever -1-= Clutch and 
transmission; Rep. gr. 34 ; Drive, case . 


- Disconnect the connector -2-. 
Continues for both models: 
- Remove securing bolts -2-. 


- Disconnect the connector for, thenser ven SlietoUseg, jhe 
Cigarette lighter - U1-, ifapplicab 


oo 
5 
x 

S 


- Remove the upper centre console -1- from the lower centre 
console -3-. 


- Remove fastening screw -3-, from cross member -4-. 
- Remove securing bolts -2-. 
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- Remove fastening clips -6-. 
- Detach the upper centre console -1- from the dash panel -5-. 


- Remove the lower centre console -1-. 


R68-10129 


2.2.2 Installation 


The installation occurs in the reversal sequence of removal, “ob- 
serving the following: 


- Tighten securing bolts -2- to (1.5 Nm) torques 
- Tighten the securing bolt -3- to the torque of (1. 5 Nm). 
- Install fastening clips -6-. 


6810129 
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- Tighten securing bolts -2- to (1.5 Nm) torque. re 
15 “Clutch and 


Install the upper cover of the selector lever 
transmission; Rep. gr. 34 ; Drive, case . 


Connect the connector -2-. %, 


Install the selector lever handle -1- = Clutch and transmission. 
Rep. gr. 34; Drive, case. 


4 


2.3 Object compartment / Cover 


Special tools and workshop equipment required 
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@ Scraper - VW 037- 
VW 037 


200-0014 


2.3.1 Radio housing cover - remove and in- 
stall 


Removal: 
- Remove cover -1- by using the Spatula - VW 037-. 


Installation: 

The installation occurs in the reversal sequence of removal, ob- 

serving the following: 

- Position and attach 1 the goverst; arin she centre frame. 
Noes 28 7 


=/i 


R68-10159 


2.3.2 Object compartment - remove and in 
stall 


Removal: 


- Detach and remove the object compartment -1- in the direction 
of the -arrow- using the Spatula - VW 037-. 


Installation: 
The installation occurs in the reversal sequence of removal, ob- 
serving the following: 
- Position and attach the object compartment -1- in the center 
frame. 


oO ra 
24, Glove box 
%, P 
big, oe 
2.4.1 “Clove | box - remove, andiistall 
Removal: 


Disconnect the connector for the Glove box light - W6- - 2- and 
remove it > Electrical equipment; Rep. gr. 96 ; Internal bulbs, 
lights and switches, alarm . 
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- Remove securing bolts -3- (6 units). 
- Remove the glove box from the dash panel -1-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten securing bolts -3- to (1.5 Nm) torque. 


G. Volkswagen 4c 
swan DEN AG gy, 
yo 


go! 
2.4.2 Glove box stéps (with pressure adjust- 
ment) - remove and install 
Removal: j ~ 
- Open the glove box lid. 
- Remove the glove box stop -arrows-, inserting the TORX - T20 


Wrench into the center hole of the stops, turning the wrench 
counter-clockwise -arrow-. 


Installation: 5 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Insert the TORX - 720 Wrench in to the center hole of the stops 


-1- and instalithem in their respective housings -arrows- turn- 
ing the TORX: T20 Wrench clockwise -arrow-. 


(a) Note 


* Replace the stops ifdamaged. 


@ The stops should be adjusted to provide a specific contact 
pressure against the glovebox lid in order to prevent noise. 


Oy, 
Me 
%05 4 


3108) 62! 
NOs vv 
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2.4.3 glove box lid - remove and install 
Removal: 
- Remove the glove box -1- = page 13 . 


- Tighten the hinge pin locks -2- as shown -arrows- , simulta- 
neously pulling in the direction of the -arrow-. 


Installation: 


The installation occurs in the reversal sequence of removal. 


R68-10133 


2.5 2 Center dash panel frame 


Special tools and workshop equipment required 
o ‘Scraper - VW 037- 


2.5.1 CEntre dash panel frame - general at a 
sembly DYSMVIEW (version 1) 


(a) Note 


/tis not necessary to remove the steering wheel. The steering 
wheel is not shown in order to provide a clearer view. 


nor 
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1 - Combined instrument trim 

Q Remove and install 
(with fixed steering col- 
umn) = page 22 . 

Q Remove and install 
(with adjustable steer- 
ing column) 
=> page 23. 

2 - Combined instrument - K- 

Q Remove and install > 
Electrical equipment; 
Rep. gr. 90; Instrument 
case, indicators . 

3 - Switches 

Q Remove and install = 
Electrical devices; Rep. 
gr. 96 ; Switches, lights 
and internal lamps, 
alarm . 

4 - Cover or Radio - R- 

Q Cover - remove and in- 

stall = page 13. 


Q_ Radio - remove and in- 
stall = Communication; 
Rep. gr. 91 ; Radio, tel- 
ephone, navigation sys- 
tem. 


5 - Object compartment 
Q Remove and install 
= page 13. 
6 - Centre frame 
Q_ Remove and install 
= page 16. 


2.5.2 Dash panel centre frame - remove and 
install (version 1) 

Removal: 

- Remove the radio housing cover = page 13 . 


fa 
- Remove the radio = Communication; Rep. gr. 91 ; Radio, Phag led wv? 
telephone, navigation system . 


- Remove the object compartment = page 13 . 


- Remove the switches from the center frame = Electrical 
equipment; Rep. gr. 96 ; Internal bulbs, lights and switches, 
alarm . 


Vehicles with (fixed steering column): 

- Remove the trim on the combined instrument = page 22 
Vehicles with (adjustable steering column): 

- Remove the trim on the combined instrument => page 23 
Continued for both models: 

- Partially detach the Combined instrument - K- . 
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- Remove securing bolts -2-. 

— Detach and remove the center frame -3- of the dash panel 
-1- using the Spatula - VW _037- , 

Installation: 


The installation occurs‘n the reversal sequence of removal, ob- 
serving the following: 


- Tighten securing bolts -2- to (1.5 Nm) torque. 


R68-10135 


2.5.3 Centre dash panel frame (vehicles without radio) - general assembly over- 
view (version 2) 


1 - Dash panel 
Q Remove and install 
= page 85. 
2 - Upper centre frame 
GQ Remove and install 
= page 20. 
3 - Switches 
Q Remove and install = 
Electrical devices; Rep. 
gr. 96 ; Switches, lights 
and internal lamps, 
alarm . 


4 - Radio housing cover 
Q Remove and install 
= page 13. 
5 - Ventilation and heating ad- 
justment mechanism 


Q Remove and install = 
Heating, air condition- 
ing; Rep. gr. 80 ; Heat- 
ing. 

6 - Object compartment 
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2.5.4 Dash panel lower centre frame (vehicles 
without radio) - remove and install (ver- 
sion 2) 

Removal: 

- Remove the radio housing cover = page 13 . 

- Remove securing bolts -3-. on 


- Carefully remove the lower centre fran 
- VW 037- . ae 


using the Spatula 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: F 


- Tighten securing bolts -32'to (1.5 Nm) torque. 


(a) Note 


Check whether the lower éentre frame -2- fits perfectly between 
switches and the upper céntre frame -1-. 


2.5.5 Centre dash panel frame (vehicles with radio) - general assembly overview 
(version 3) 
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1 - Dash panel 
Q Remove and install 
= page 85. 


2 - Upper centre frame 


Q Remove and install 

= page 20. 
3 - Switches 

Q Remove and install = 
Electrical devices; Rep. 
gr. 96 ; Switches, lights 
and interial lamps, 
alarm . 


4 - Radio - R- 

Q Remove and install > 
Communication; Rep. 
gr= 91 ; Radio, tele- 
phone, navigation sys- 
tem . 


5 - Air conditioning, ventilation 

and heating adjustment mech- 

anism 

Q Remove and install > 

Heating, air condition- 
ingsRep. gr. 80 ; Heat- 
ing «© 

6 - Lower central frame 


Q Removevand install 
= page 20, 


RES-10152 
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2.5.6 Dash panel lower centre frame (vehicles 
with radio) - remove and install (version 
3) 
Removal: 
- Carefully remove the lower centre frame -2- from the dash 
panel -1- using the Spatula - VW 037- . 
Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(@] Note 


Check whether the lower centre frame -2- fits perfectly between 
the switches, radio and the upper centre frame. 


wagon G- Volkswagen ac dl, 


2.5.7 Dash 1patiel upper centre frame - “témoye 
and‘install eo, 


lower central frame on instrument panel: 
- Vehicles with radio = page 20. 

€ 
- Véhicles without radio > page 18 . 


ve the trim on the combined instrument: 


- Vehicles with fixed steering column = page 22 $ 
= o 
- Vehicles with adjustable steering column = page 23 8 


For all versions: 8 


- Partially remove the Combined instrument - K-> Electrical 
system, Rep. gr. 90; Instrument case, indicators . 


cA 
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- Carefully remove the centre frame -2- from the dash panel 
-1- using the Spatula - VW 037- . 


Installation: 


The installation occurs in the reversal sequence of removal. 


2.5.8 Dash paneh centre’ frame, trim - remove 
andbihstall KY 


sO 


Removal: .. 
For vehicles without radio: 


- Remove the lower central frame from the instrument panel 
o> page 18. 


For vehicles with radio: 


ve 


- Remove the lower central frame from the instrument panel 
= page 20. 


S 


ay = Remove the radio = Communication; Rep. gr. 91 ; Radio, 
g telephone, navigation system . 
; For all versions: 

HN - Remove the trim -2- from its respective guides -arrows-. 
a 
3 


Installation: 


3 

‘The installation occurs in the reversal sequence of removal. 
© 
% 


% 
% 
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2.6 Airbag compartment cover 


This cover is only included in vehicles without airbag. 
¢ For vehicles with airbag = page 77. 


Removal: 


- Remove the airbag compartment cover -2-from the dash panel 
using the Spatula - VW 037- -1-. 


Installation: 


- Install the airbag compartment cover on the dash panel. 


agen AG: Volkswagen agg, 
2 oe. 


yas 


2.7 


2.7.1 Combined instrument trim (with fixed 
steéring column) - remove and install g 


(@] Note 3 


3 


It is not necessary te.remove the steering wheel. The steering 
wheel is not shown ireorder to provide a clearer view. 
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Removal: 

- Remove the trim on the combined instrument -1-by carefully 
detaching it. 

Installation: 

The installation occurs in the reversal sequence of removal. 


202 Combined instrument trim (with adjust- 
able steering column) - remove and in- 
stall 


(a) Note 


It is not necessary to remove the steering wheel. The steering 
wheel is not shown in order to provide a clearer view. 


Removal: 


- Detach and remove the trim on the combined instrument -1-, 
which is part of of the upper cover of the steering column -2-. 


AG. Volkswagen 4, 
" en IG, 
Installation: yorsned en, 


Fl ‘ 200) og ie) 
The installation occurs in the reversal sequence of removal... 
RS “9, 


cS 
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2.8 Net partition & 
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2.8.1 Net partition (Fox) - assembly overview 3 
$ 3 
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1 - Bolt 
Q 4units. 
Q 2Nm. 


2 - Luggage net 
Q Remove and install 
=> page 24. 
3 - Pop rivet nut 
Q 4units. 
Q In order to install it, use 
the Pop rivet nut applier 
- VAG 1765B- or Pop 
rivet nut applier - EQ 
7422- . 
4 - Luggage compartment side 
lining 
Q Remove and install 
= page 124. 


2.8.2 Partition net (Fox) - remove and install 


Removal: 


- Remove securing bolts -1-. 
- Unplug and remove the net -2-. Ng, 


Installation: 


ef 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten securing bolts -1- to (2 Nm) torque. 


R6S-10140 


24 Rep. 91.68 - Interior equipment 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, interior - Edition 10.2014 


2.9 sun visor 


2.9.1 Sun visor - assembly overview 


1 - Lighted vanity mirror for 
passenger - W14- or Lighted 
vanity mirror for driver - W20- 


Q> Remove and install = 
Electrical devices; Rep. 
gr. 96 ; Switches, lights 
and internal lamps, 
alarm . 

2 - Fastening support 
Q In order to remove it, 
turn it 90° clockwise. 
3 - Bolt 
Q 1 unit. 
Q 2Nm. 


4 - Sun visor set 


5 - Bolt 
Q 1 unit. 
Q 2Nm. 


6 - Connector 


4 


| R68-10076 | 


2.9.2 Sun visor - rémove and install 


The removal and installation is described for the,Jeft sun visor. 
The removal and installation for the right sun visor i8executed in ox 
a similar manner. 
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Removal: 


Fold and disengage the sun visor -4- from the fastening sup- 
port -2-. 

Remove the securing bolt -3-. 

Turn it “90° clockwise ” and remove the fastening support 


Remove the fastening screw -5-, disconnect the connector 
-6- and remove the sun visor-4-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


Tighten fastening screws -3- and -5- with a torque of (2 Nm). 
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3 Roof grab handles 
3.1 Roof grab handle - remove and install 
Removal: 


(a) Note 


The removal and installation procedure is described for the left 

roof grab handle. Removal and installation for the right roof grab 

handle is made in a similar manner. 

- Fold the grab handle -1- downwards. 

- Unplug and turn upwards -arrow- the covers -3-. 

- Remove the fastening screws -2- and remove the safety han- 
dle -1-. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following instructions: 


- Tighten securing bolts -2- to (2 Nm) torque. 


7168-0008 
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4 Door sfl's trims 


4] Door sill's trims (2 doors) 


The removal and installation is described for the door sill's trim in 
the left side; The removal and installation for the right door sill’s 
trim is made in an analogue manner. 


4.1.1 “Door sill's trims (2 doors) - assembly overview 


1 - Door sill's trim 
Q Remove‘and install 
= page 29, 
2-Clip : 
Q_ Replace if damaged. 

3 - Front lid's lock activating 
lever ug, 
Q Removal and installa- 

tion = General body re- 
pairs, exterior; Rep. gr. 
55 ; Lids . 
4 - Bolt 
Q 2units. 
Q 1.5Nm. 
5 - Side lining 
Q Remove and install 
= page 116. 


R68-10084 
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4.1.2 Door sill's trims (2 doors) - removal and 
installation 
Removal: 


- Remove bonet latch release lever -3- = General body repairs, 
exterior; Rep. gr. 55 ; Covers . 


- Unplug the door sill's trim -1- moving it upwards, starting in the 
front part. 


- Remove from the side lining -5- of the door sill's trim -1- in the 
rear area. 


(a) Note 


If necessary, use Spatula VW 037- to remove the door sill trim 


Installation: 


The installation occurs:in the reversal sequence of removal, ob- 
serving the following ifstructions: 


(a) Note 


Before assembling the-door's sill trim -1-, check the clamps -2- 
and, if necessary, replace them. 


- Install the hood lock aetivating lever -3- = Body - Work in ex- 
ternal assembly works;Rep. gr. 55 ; Covers . 


- Tighten securing bolts -4-to (1.5 Nm) torque. 


4.2 Door sill trims (4°doors) 


(a) Note 


The removal and installation is described for the door sill’s trim in 
the left side. The removal and installation for the right door sill’s 
trim is made in an analogue manner. 


4.2.1 Front door sill trim - assembly overview 


4. Door sill's trims 29 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, interior - Edition 10.2014 


1 - Front door sill's trim 
Q Remove and install 
= page 31. 
2-Clip 
Q Replace if damaged. 
3 - Front lid's lock activating 
lever 
Q Removal and installa- 
tion = General body re- 
pairs, exterior; Rep. gr. 
55; Lids . 
4 - Bolt 
Q 2units. 
Q 1.5Nm. 
5 - B-pillar lower lining 


Q Remove and install 
= page 112. 


R68-10077 
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4.2.2 Front door sill trim - remove and install 


Removal: 


- Remove bonet latch release lever -3- = General body repairs, 
exterior; Rep. gr. 55 ; Covers . 


- Unplug the front door sill's trim -1- moving it upwards, starting 
in the front. 


- Remove the front door sill's trim -1-, moving it ahead, unplug- 
ging it from column B's lower lining -5-. 


(a) Note 


/f necessary, use Spatula - VW 037- to remove the front door sill 
trim -1-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


Before assembling the front door's sill trim -1-, check the clamps 
-2- and, if necessary, replace them. 


- Install the hood lock activating lever -3- = Body - Work in ex- 
ternal assembly works; Rep. gr. 55 ; Covers . 


- Tighten securing bolts -4- to (1.5 Nm) torque. 


4.2.3 Rear door sill trim (Fox) - assembly,overview 
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1 - Rear door sill trim 
Q Remove and install 
= page 32. 
2-Clip 
Q Replace it if necessary. 
3 - B-pillar lower lining 
Q Remove and install 
= page 112. 
4 - Stop (threaded pin) 


Q Backseat backrest stop, 
area of column C. 


Q 1 unit. 
Q 12Nm. 
5 - C-pillar covering 
Q Remove and install 
= page 113. 


AG. Volkswagef, 1 
wager IAG co 
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Rear door sill trim (Fox) - remove and 
install 


Removal: 


— Remove the stop (threaded pin) -4- from the backseat back- 
rest. 
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- Unplug the rear door sill's trim -1-, starting in the'front and 
moving to the ends. 


- Inthe rear area, move the sill, carefully unplagging it from col- 
umn C lining - 5. a 


- Inthe front area, move the sill, carefully Snplugaing it from 
column B lining -3-. 3 


- Remove the rear door sill's trim -1-. 


(a) Note 


/f necessary, use Spatula - VW 037- to remove the rear door sill 
trim -1-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 
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(@) Note cx nies 


Before assembling the rear door's sill trim -1-, otk the clamps 
-2- and, if necessary, replace them. er 


- Remove the stop (threaded pin) -4- from the backseat back- 
rest with torque of (12 Nm).. 


4.2.5 Rear door sill trim (Spacefox/Suran) - assembly overview 


1 - Rear door sill trim 
Q Remove and install 
= page 35. 


2-Clip 

Q Replace it if necessary. 
3 - Sill fastening pads 
4-Clip 

Q Replace it if necessary. 


RES-10146 
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4.2.6 Rear door sill trim (Spacefox/Suran) - 
remove and install 


Removal: 
—_ Install lower lining of column B = page 112 . 


- Detach the sill trim -1- from B-pillar.coverings"(front section) 
and side luggage compartment covering (rear section). 


- Remove the sill trim.-4*. 


(Bre 


/f necessary, tise Spatula - VW 037- to remove the rear door sill 
trim -1-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


Before assembling the rear door's sill trim -1-, check the clamps 
-2- and -4%, if necessary, replace them. 
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1 Seat belts - general information 
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1.1 Safety measures for belt tensioner 


A WARNING 


@ Checking; assembly and repair works must only be per- 
formed by specialized technicians. 


¢ Before handling (touching) pyrotechnical components, op- 
erators must discharge electrostatic charges. This is 
made by:touching grounded metallic pieces, such as: wa- 
ter pipes, heating tubes or vehicle door stops. 


@ The pyrotechnic propelling load has no expiration date, 
ie., it has:unlimited, maintenance-free lifetime. 


¢@ Never inspect with inspection lamp, voltmeter or ohmme- 
ter. 


¢@ Pyrotechnicalcomponents must be verified and only as- 
sembled with vehicle diagnosis and information measure- 
ment systems approved by the manufacturer. 


¢ The seat belt tensioner components can never be opened 
nor repaired. Always use new components (risk of acci- 
dents). 


¢ For activities in pyrotechnical components and in the airs 
bag control unit - J234- , the battery earth wire must be 
disconnected while the ignition is switched on. 


¢@ The battery must only be disconnected while the ignition 
is SWITCHED ON. The vehicle must be cleared from oc- 
cupants. 


® Operators must wash hands after handling detonated py- 
rotechnical components. 


¢@ Seat belt tensioner units that have been subjected to 
shocks or fallen on the ground can no longer be installed 
in the vehicles. 


¢@ Always replace mechanically damaged seat belt tensioner 
units (deformities, tears). 


¢@ Storage and transportation must be in compliance with the 
legislation on explosive materials. 


¢@ The elimination of non-triggered old components is made 
by dealers or importers. 


® Triggered seat belt tensioners can be discarded as scrap. 


@ No impact drills can be used to disassemble the belt ten- 
sioners. 


¢@ The belt tensioner unit must be installed immediately after 
being removed from the transport package. 


@ When the work is interrupted, the belt tensioner unit must 
be returned to the transport package. 


@ The belt tensioner unit cannot be left at an unprotected 
place. 


@ The belt tensioner unit cannot be handled with lubricant, 
cleaning products or other similar substances, nor may it 
be exposed to temperatures above 100° C, even tempo- 
ratily. 
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1.2 Special seat belt tensioner indications 


A WARNING 


@ The open end of a seat belt tensioner must never be di- 
rected towards people. 


¢ Belt tensioner units must be carefully removed and instal- 
led. Improper handling may cause damages and injuries. 


¢@ All mechanical parts, including those in the three-point 

seat belt, must be properly fastened in the seat belt ten- 
sioner unit's connection. In case the seat belt tensioner 
unit connection is not possible due to lack of space, the 
seat lace must be completely wound before the connec- 
tion. This prevents any increased safety risk, provided that 
all other safety recommendations are followed. The most 
relevant safety recommendations are: disconnect the bat- 
tery and the operator's electrostatic discharge before con- 
necting the seat belt tensioner unit. 


1.3 belt tensioner <.check 


A WARNING 


¢ Unroll the belt strap. 


¢@ A*fault message will be stored in the Airbag fault memory 
if a seat belt tensioner has been triggered. 


® /f the seat belt tensioner has been triggered, the entire 
seat belt must be replaced. 


1.4 Storage, transportation and disposal of 
tensioner units 


A WARNING 


¢@ Storage is conditioned to applicable laws in the respective 
country. 


% Transportation is subject to local and foreign regulations, 
which detail regulations in packages (identification, label 
and supporting documentation). 


¢@ Detonated pyrotechnical components must be submitted 
for evaluation in their original packaging and in compli- 
ance With local laws! In case of doubts, please contact 
your importer. 


# Only triggeredpyrotechnical components can be dis- 
posed as industrial residue. 
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2 Seat belts - check 


A Caution 


Whenever an accident happens, it is necessary to carry out a 
systematic inspection of the seat belt system! If any other dam- 
age is verified based upon the check points mentioned ahead, 
the client should be informed on the need of replacing the belts. 


2.1 Check points 

Check the belt > page 39 . 

Check the automatic retractor (blocking effect) > page 40. 
Visual inspection of the belt latch = page 41 . 

Check of the belt's fastening operation = page 41. 

Check the inverters and the fastening's tab = page 41 . 
Check of components and fastening points = page 41 . 
Check the automatic ¥etractor of thé 1apibelt. i 


(By 


/f the customer does not accept the replacement of the damaged 
seat belt, the respective note should be made. 


5 A A a a a 


Zee Belt - checking 


- Completely remove the belt from the automatic rewinder or 
from the regulating tab of the abdominal belt. 


- Verify if the belt is dirty and, if necessary, wash it with a mild 
soap solution. 


* The seat belt should be completely replaced with the belt latch, 
if after a vehicle's accident one of the following damages is 
found (cut, torn or worn out belt, or, yet torn fabric threads). 


+ If ina vehicle that was not in an accident, any of the following 
damages is found, it is only necessary to replace the damaged 
seat belt. 


Possible damages: 


| 
\ 
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2. Seat belts - check 39 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, interior - Edition 10.2014 


Vena 


co 


syonagen he. Vols 
soe 


ow 
ass 
3 


Van 0460 


Cut, torn, or worn out belt. ‘ 
Torn fabric threads in the belt's border. 
@ Burning by cigarettes and similar 
¢@ Deformed seat belt edge or wavy seat belt edge area. 


2.1.2 Automatic rote (blocking effect) - 

checking s 
The belt's automatic retractor h < two blocking functions: 
1- Checking: 


The first blocking function is activated. when the belt is quickly 
pulled from the automatic retractor (aceeleration of the belt's un- 
winding). & > 


- Pull the belt strongly out of the automatistetractor. 


If no blocking is found - replace the full seat belt wife fastening, 


If there are fails unwinding and winding the belt, it is necessity to 
check first if the automatic retractor position is changed. 


2- Checking: 


The second locking function operates when a sudden change is 
noticed in the vehicle movement (vehicle-dependent locking func- 
tion). 


—- Put the safety belt. 
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- Accelerate the vehicle until reaching the (20 km/h) speed and 
press the brake pedal strongly. 


If, during braking, the blocking system does not work, it is neces- 
sary to replace the full seat belt with the fastening. 


A Caution 


For safety reasons, the test drive should be made in a street 
without movement, in order not to expose other drivers to dan- 
ger. 


2.1.3 Visual inspection of the belt's fastening 
- Check the fastening for the formation of tearing and cracks. 


+ If no blocking is found - replace the full safety belt with its fas- 
tening. 


2.1.4 Check of the belt's fastening operation 
Check the belt latch: 


- Insert the tab in the fastening until hearing its engaging. Check 
that the fastening device is engaged, pulling the belt strongly. 


+ Make atleast 5 checking sequences. If, the fastening tab does 
not work even if for a single time, replace the full safety belt 
with the fastening. 


Verify the unlocking: 


- Release, the seat belt, pressing:the respective button with your 
inger. 


+ The latch tab must spring out of the latch automatically as soon 
as the belt is released? 


+ Make at least 5 checking sequences. If, the fastening tab is 
not release even iffor a single time, the full safety belt with the 
fastening should:he replaced. 


A Caution 


Never use /ubri¢ants to eliminate any kind of noises or lack of 
mobility of the seat belt's fastening button. 


2.1.5 Beltinverters and latch plate - checking 


The plastic-coated-belt inverters have thin parallel grooves after 
a load stress (belt used in the moment of an accident) is exerted 
on the belt's systemz(The wearing that results from frequent use 
is identified through plain wearing marks without scratches). 


- Check for deformations, cracks or formation of tears in the 
plastic. 


+ When there is the formation of grooves and/or damages, it is 
necessary to replace the fulPseat belt with the fastening. 


2.1.6 Components and fastening points - 
checking 
@ Deformed fastening strap (elongated). 


@ Height regulation does not work. 
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@ Fastening points (seat, support, vehicle's floor) off-center or 
with damaged thread. 


+ If damage is found in the parts, the safety belt should be fully 
replaced with its fastening. 


+ Replace the fastening points. 


(@] Note 


/n the case of damages that are not result of an accident, such as 
in case of wearing, it is necessary to replace only the damaged 
component. 
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3 Front safety belts 


A WARNING 


+ Always replace self-locking nuts and bolts subject to an- 
gular torque 


* Always replace corroded bolts/nuts 


3.1 Front seat belt “2-door” (with pre-tensioner) - assembly overview 


1 - Front seat bench frame 
2- Bolt 

Q 1 unit. 

Q 40Nm. 


3 - Belt's fastening assembly 
Q Remove and install 
= page 53. 
4 - Safety belt assembly. 
GQ Remove anginstail: © 
=> pages 


5 - Front safety belt fastening 
point 
(Remove and install 
> page 52. 
6 - Bolt 
Q 1 unit. 
Q 40Nm. 


7 - Cover cap 
8 - Washer 
9 - Distance bushing 


10 - Bolt 
Q 1 unit. 
Q 40Nm. 


11 - Seat belt with belt tension- 
er unit 


A WARNING 


| The disposal of used 
parts that were not trig- 
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gered (belt tensioners) is 


12 - Bolt 
Q 2units. 
Q 3.5Nm. 
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13 - Seat belt clip 


14 - Belt height adjuster 
Q Remove and install = page 52. 


15 - Bolt 
Q 2units. 
Q 23Nm. 


16 - Guide cover 
Detachable type: 
Q Pull it and remove it, removing it from the belt guide. 
Folding type: 
Q Unlock the lower part and lift it. 
17 - Belt guide 
18 - Bolt 
Q 1 unit. 
Q 40Nm. 


3.2 Front seat belt “2-door” (with pre-ten- 
sioner) - remove and install 
(a) Note 


The removal and installation is described for only one side of the 
vehicle. Removal and installation for the other side is executed in 
a similar manner. ! 

Removal: 


- Remove the cover cap -7- and thesfower fastening screw -6- 
of the seat belt = page 52. 


- Remove the rear side lining sepage 116 . 
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Remove or fold the guide cover's cap -16-. 
Remove the securing bolt -18-. 
Remove the belt guide -17- . 


Remove the fastening screws -12- from the safety belt guide 
-13-. 


Remove the securing bolt -10-. 


Remove seat belt inertia reel with pre-tensioner -11- on B pil- 
lar. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


3.3 


Tighten the securing bolt -10- to the torque of (40 Nm). 


Screw on the fastening screws -12- from the safety belt guide 
-13- with torque of (3.5 Nm). 


Tighten the securing bolt -18- to the torque of (40 Nm). 


Install the belt's lower fastening point and screw on the fas- 
tening screw -6- with torque of (40 Nm) = page 52. 


Front seat belt “2-door” (without pre-tensioner) - assembly overview 
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1 - Internal panel of column B 


2 - B-pillar upper lining 
Q Remove and install 
= page 109. 


3 - Distance bushing 
4 - Belt guide 
5 - Bolt 

Q 1 unit. 

Q 40Nm. 


6 - Guide cover 
Detachable type: 


Q Pull it and remove it, re- 
moving it from the belt 
guide. 


Folding type: 


Q Unlock the lower part 
and lift it. 


7 - Safety belt assembly. 
Q Remove and install 
= page 47. 


8 - Front safety belt fastening 
point 
Q Remove and install: 
=> page 52. a 


9 - Bolt 
Q 1 unit. 
Q 40Nm. 
10 - Cover cap 
11 - Washer 
12 - Distance bushing 
13 - Bolt 
Q 1 unit. 
Q 40Nm. 


14 - Seat belt retractor 


15 - Noise insulation 

Q For different versions. 
16 - Belt's fastening assembly 

Q Remove and install = page 53 . 
17 - Bolt 

Q 1 unit. 

Q 40Nm. 
18 - Front seat bench frame 
19 - Bolt 

Q 2units. 

Q 3.5Nm. 
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20 - Seat belt clip 


21 - Belt height adjuster 
Q Remove and install > page 52 . 


22 - Bolt 
Q 2units. 
Q 23Nm. 


3.4 Front seat belt “2-door’” (without pre-ten- 
sioner) - remove and install 
(a) Note 


The removal and installation is described for only one side of the 
vehicle. Removal and installation for the other side is executed in 
a similar manner. 

Removal: 


- Remove the fastening screw -9- from the belt's lower fastening 
point = page 52 . 


- Remove the rear side lining = page 116 . 

- Remove or fold the guide cover's cap,-6;, 

- Remove the securing bolt -5*: 

- Remove the belt guide “4- with the distance bushing -3-. 

- Remove the fasténing screws -19- from the safety belt guide 


- Remove thé securing bolt -13-. 
- Remove'the safety belt rewinder -14- from column B. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten the securing bolt -13- to the torque of (40 Nm). 


- Screw on the fastening screws -19- from the safety belt guide 
-20- with torque of (3.5 Nm). 


- Tightén the securing bolt -5- to the torque of (40 Nm). 


- Install the belt's lower fastening point and screw on the fas- 
tening screw -9- with torque of (40 Nm) = page 52. 
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3.5 Front seat belt “4-door’” (with pre-tensioner) - assembly overview 


1 - Belf's fastening assembly 
GQ Remove and install 
= page 53. 


2 Front seat bench frame 


3 - Bolt 
Q 1 unit. 
Q 40Nm. 


4 - Safety belt assembly. 
Q Remove and install 
= page 49. 
5 - Bolt 
Q 1 unit. 
@ 40Nm. 
6 - Front safety belt fastening 
point 
Q_ Reéfnove and install 
= page 52. 
7 - Bolt 
Q 1 unit. 
Q 40Nm. 


8 - Positioning lever 
Q The angle -A- should be 
of* 27°". 
Q The -arrow- indicates 
the front of the vehicle. 


9 - Seat belt with belt tensioner 
unit 


WARNING 


The disposal of used 
parts that were not trig- 
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gered (belt tensioners) is 
carried out by the deal- 
ers or importers 
= page 38. 


10 - Bolt 
Q 2units. 
Q 3.5Nm. 
11 - Seat belt clip 
12 - Belt height adjuster 
Q Remove and install > page 52 . 
13 - Bolt 
Q 2units. 
Q 23Nm. 
14 - Guide cover 
Detachable type: 
Q Pull it and remove it, removing it from the belt guide. 
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Folding type: 

Q Unlock the lower part and lift it. 
15 - Belt guide 
16 - Bolt 

Q 1 unit. 

Q 40Nm. 


3.6 Front seat belt “4-door” (with pre-ten- 
sioner) - remove and install 
(F) net 


The removal and installation is described for only one side of the 
vehicle. Removal and installation for the other side is executed in 
a similar manner. 

Removal: 


- Remove the fastening screw -5- from the belt's lower fastening 
point > page 52 . 

- Remove the B-pillar lower lining = page 112 . 

- Remove or fold the guide cover -14-. 

- Remove the securing bolt -16-. 

- Remove the belt guide -15- . 

- Remove the fastening screws -10--fram.the safety belt guide 


- Remove the securing bolt -7-. 
- Remove seatbelt inertia reel with pre-tensioner -9- on B pillar. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten the securing bolt -7- to the torque of (40 Nm). 


- Screwon the fastening screws -10- from the safety belt guide 
-14- with torque of (3.5 Nm). 


- Tighten the securing bolt -16- to the torque of (40 Nm). 


(a) Note 


¢@ Daring the installation of the position lever -8- observe the 
correct assembly angle-A-. 


@ = Theangle -A- should be of* 27°”. 
= The -atrow- indicates the front of the vehicle. 


- Install the ‘belt's lower fastening point and screw on the fas- 
tening screw:-5- with torque of (40 Nm) = page 52. 
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3.7 Front seat belt “4-door” (without pre-tensioner) - assembly overview 


1 - Internal panel of column B 
2 - B-pillar upper lining 


Q Remove and install 
= page 110. 


3 - Distance bushing 
4 - Belt guide 
5 - Bolt 

Q 1 unit. 

Q 40Nm. 
6 - Guide cover 
Detachable type: 


Q Pull it and remove it, re- 
moving it from the belt 
guide. 

Folding type: 

Q_ Unlock the lower part 
and lift it. 

7 - Safety belt assembly. 

Q_ Remove and install 
= page 51. 

8 - Front safety belt fastening 
point 

Q Remove and install 
= page 52. 

9 - Bolt 
Q 1 unit. 
Q 40Nm. J 
10 - Bolt R96-10126 
Q 1 unit. 
Q 40Nm. 


11 - Seat belt retractor 


12 - Noise insulation 
Q For different versions. 
13 - Positioning lever 
Q The angle -A- should be of* 27°”. 
Q The -arrow- indicates the front of the vehicle. 
14 - Bolt 
Q 1 unit. 
Q 40Nm. 
15 - Belt's fastening assembly 
Q Remove and install > page 53 . 
16 - Front seat bench frame 
17 - Bolt 
Q 2units. 
Q 3.5Nm. 
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18 - Seat belt clip 


19 - Belt height adjuster 
Q Remove and install > page 52 . 


20 - Bolt 
Q 2units. 
Q 23Nm. 


3.8 Front seat belt “4-door” (without pre-ten- 
sioner) - remove and install 
(a) Note 


The removal and installation is described for only one side of the 
vehicle. Removal and installation for the other side is executed in 
a similar manner. 

Removal: 


- Remove the fastening screw -9- from the belt's lower fastening 
point = page 52 . 


- Remove the B-pillar lower lining > page112 5 

- Remove or fold the guide cover -6-. 

- Remove the securing bolt -5-. 

- Remove the belt guide -4- with the distance bushing -3-. 

- Remove the fastening screws -17- from the safety belt guide 


-18-. 
- Remove the securing bolt -10-. 
- Remove the safety belt rewinder -11- from column B. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten the securing bolt -10- to the torque of (40 Nm). 


- Screw on the fastening screws -17- from the safety belt guide 
-18- with torque of (3.5 Nm). 


- Tighten the securing bolt -5- to the torque of (40 Nm). 


(a) Note 


@ During the installation of the position lever -13- observe the 
correct assembly angle-A-. 


@ The angle -A- should be of* 27°”. 
@ = The -arrow- indicates the front of the vehicle. 


- Install the belt's lower fastening point and screw on the fas- 
tening screw -9- with torque of (40 Nm) = page 52. 


one © 
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3.9 Safety belt height regulator (2 and 4 
doors) - removal and installation 


(@) Note 


The removal and installation is described for the right belt height 
regulator. The removal and installation for the right belt height 
regulator is made in a similar manner. 


Removal: 


2-door vehicles: 

- Remove the belt guide = page 45. 

- Remove B-pillar upper lining = page 109 . 
4-door vehicles: 


- Remove the belt guide = pa: 3. Volkswagen 4c 
belt guide = page.50: agen A 
— Remove B-pillar upper'lining > page 111 . 


3 doe. 


Continues for 2 and'4 door vehicles: 


- Remove securing bolts -1-. %e] yy \ 
— Remove the belt height regulator -2- from column B. \ 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
servihg the following: 


- Tighten securing bolts -1- to (23 Nm) torque. 


R69-10139 


3. 40 Fastening point of the front belt - remov- 
al and installation 


The removal and installation is described for the left belt fastening 
point. The removal and installation for the right belt fastening point 
is made irva similar manner. 


Removal: 


°, p 

- Unplug the coVer,cap -2- of the fastening screw -1-. * 
Ca, x 

- Remove the securing bolt -1-. 


‘104, oyy 
- Remove the belt's lower fastening point -3- With the distance 
bushing -4-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten the securing bolt -1- to the torque of (40 Nm). 
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3.11 Fastening of the front belt - remove and 


install 
(a) Note 


The removal and installation is described for the left safety belt 
fastening. The removal and installation for the right safety belt 
fastening is made in an analogue manner. 

Removal: 

- Fully move.the seat back. 

- Remove the securing bolt -1-. 

- Remove the belt latch -2-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten the securing bolt -1- to the torque of (40 Nm). 
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4 Rear safety belts 


41 Rear seat belts “without automatic beltrétractor” (Fox)+assembly overview 


1 - Belt's upper fastening point 
2 - Bolt 
Q 1 unit. 
Q 40Nm. 
3 - Double fastening assembly 
Q Remove and install 
= page 59. 
4-Nut 
Q 4units. 
Q 30Nm. 
5 - Abdominal belt with simple 
fastening 
Q Remove and install 
= page 59. 
6 - Belt tab 


7 - Belt's lower fastening point 
Q Remove and install 
= page 58 . 
8 - Bolt 
Q 1 unit. 
Q 40Nm. 


69-1049 | 


4.2 Rear seat belts “without automatic belt 
retractor” (Fox) - remove and install 


(@] Note 


The removal and installation is described for the right side of the 
vehicle. The removal and installation for the left side of the vehicle 
is made in a similar manner. 


Removal: 


Vehicles (2 doors): 
- Remove the lining of column C = page 113. 
— Remove the side lining = page 116 . 
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- Remove the belt's lower fastening point, rear area 
=> page 58. a vagen A 


Vehicles (4 doors): 
- Remove the lining of column C = page 113 . 
- Remove the rear door sill's trim > page 32. 


- Remove the belt's lower fastening point, rear area 
= page 58. 


Continues for vehicles (2 and 4 doors): 

- Remove the fastening screw -1- from the belt's upper fastening 
point -2-. 

Installation: 


The installation occurs in the reversal Sequence of removal, ob- 
serving the following: 


- Tighten the securing bolt -1- to the torque of (40 Nm). 


- Install the belt's lower fastening point; rear area, screwing on 
the fastening screw with torque of (40:Nm) = page 58 . 


4.3 Rear seat belts “with automatic belt'retractor” (Fox) - assembly overview 
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1 - Bolt 
Q units. 
Q 40Nm. 


2 - Double fastening assembly 
Q Remove and install 
= page 59. 


3- Nut 
Q 4units. 
Q 30Nm. 


4 - Abdominal belt with simple 
fastening 


Q Remove and install 
=> page 59. 


4.4 Rear seat belts “with automatic belt 
retractor” (Fox) - remove and install 


Removal: 


Vehicles (2 doors): 
- Remove the C-pillar lining -1- = page 113. 
- Remove the side lining = page 116 . 


- Remove the belt's lower fastening point, rear area 
=> page 58. 


Vehicles (4 doors): 
- Remove the C-pillar lining -1- = page 113. 
- Remove the rear door sill's trim > page 32. 


R69-10160 
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- Remove the belt's lower fastening point, rear area 
= page 58. 


Continues for vehicles (2 and 4 doors): 

- Remove securing bolts -3- from upper fastening points -4- and 
belt retractor -2-. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten securing bolts -3- to (40 Nm) torque. 


- Install the belt's lower fastening-point, rear area, screwing on 
the fastening screw with torque of (40 Nm) = page 58 . 


4.5 Rear seat belts “with automatic belt retractor” (Spacefox/Suran) - assembly 
overview 


1 - Distance bushing 
2 - Belt guide 
3 - Bolt 

Q 40Nm. 
4 - Seat belt retractor 
5 - Bolt 

Q 40Nm. 


6 - Double fastening assembly 
Q Remove and install 
= page 59. 
7 - Nut 
Q 4units. 
Q 30Nm. 
8 - Abdominal belt with simple 
fastening 
Q Remove and install 
= page 59. 
9 - Belt tab 


10 - Belt's lower fastening point 
Q Remove and install 
= page 58 . 
11 - Bolt 
Q 40Nm. 


R69-10145 
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46 Rear seat belts “with automatic belt 
retractor” (Spacefox/Suran) - remove 
and install 

Removal: 


- Disengage the side lining from the luggage compartment 
= page 126. 


- Remove the securing bolt -4- from belt guide -1-. 

- Remove the securing bolt -4- from retractor -2-. 

- Remove the belt's lower fastening point, rear area 
= page 58. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten securing bolts -4- to (40 Nm) torque. 
- Install the lower fastening point of seat belt = page 58 . 


4.7 Lower fastening point of the rear belt - 
removal and installation 


(i) Note 


The removal and installation is described for the right side of the 
vehicle. The removal and installation for the left side of the vehicle 
is made ina similar manner. 


Removal: 


Vehicles (2 doors): 

- Remove the side lining > page 116 . 

Vehicles (4 doors): 

- Remove the rear door sill's trim > page 32. 

Continues for vehiclés (2 and 4 doors): 

- Remove the fastening'screw -1- from the belt's lower fastening 
point -2-. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten the securing bolt -1- to the torque of (40 Nm). 


—2 
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4.8 Abdominal belt with double fastening 
(rear seat without longitudinal regula- 
tion) - removal and installation 


Removal: 
- Remove the back seat = page 173. 
- Remove the seat's lining and padding = page 194. 


(a) Note 


The lining do not need to be removed from the padding. 
- Remove the fastening nuts -1- of the belt in the hinges -2-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Fasten the fastening nuts -1- of the belt in the hinges -2- with 
torque of (40 Nm) . 


4.9 Abdominal belt with;double fastening 
(rear seat with longitudinal regulation) - 
removal and installation 


Removal: 
- Remove the back seat > page“173 . 
- Remove the seat's lining and padding = page 194 . 


(a) Note 


The lining do not need to be removed from the padding. 
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- Remove the fastening nuts -6- from the seat structure assem- 
bly -1- and from the seat's rail -4-. 


- Remove the abdominal safety belt with simple fastening -5- 
and the double fastenings -2- from their respective studs -3-, 
located in the structure of the seat rail -4-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Install the abdominal safety belt with simple fastening -5- and 
the double fastenings -2- to its respective studs -3-, located in 
the seat rail's structure -4-. 


- Install the seat rail's structure assembly -4- to the seat struc- 
ture assembly -1- and fasten the fastening nuts -6- with torque 
of (30 Nm). 
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5 Airbag 


Installation locations - assembly over- 


5.1 
view 


(a) Note 
Installation locations are the'same forthe Fox, Crossfox and 


Spacefox 4 ‘Suran models S nop te 


eS 
of 


ap 
og 


RS 
i Q Located in the Com- 
bined Instrument - K- . 
2- Triggering device 1 for front 
passenger airbag - N131- 
Q Remove and install 
= pa 
3 - Triggering device for driv- 
er's airbag - N95- 
Q > Remove and install (ver- 
sion 1) > 4 
Q Remove and install (ver- 
sion 2) = 5 
Q Remove and install (ver- 


sion 3) > page 69. 


Mr 


e, sion 4) = 

%, 

% ae control unit - J234- 
Remove and install 


= page 74. 
ea Sain ge (or 


5- Diagnostics. Pe 


Q Located in the fuse com- 
partment below the 
steering column. 


oeue 
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5.2 Safety measures for working with Air- 
bags 


Before starting any repair on the Airbag, disconnect the earth 
cable from the Battery - A- > Electric equipment; Rep. gr. 27 ; 
Starter, alternator, battery . 


After disconnecting the earth cable from the Battery - A- it is 
not necessary to wait before starting repairs. 


A Caution 


When connecting the earth cable of the vehicle Battery - A- , 
no one should remain in the vehicle passehgercompartment. 


(@] Note 


@ Check if the vehicle has a coded radio, if so, request the anti- 
theft code before disconnecting the earth cable from the Bat- 
tery -A-. 


@ When reconnecting the Battery - A- , check if the vehicle 
equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/or instructions of use. 
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As WARNING 


¢@ Checking, assembly and repair works should only be 
made by specialized personnel. 


¢@ Before handling (touching) the airbag triggering device, 
the mechanic should unload his electrostatic charge. This 
is made by touching grounded metallic pieces, such as. 
water pipes, heating tubes or vehicle door stops. 


¢ There are no replacement intervals for airbag units. 


¢ Never inspect with inspection lamp, voltmeter or ohmme- 
ter. 


@ Pyrotechnical components must be verified and only as- 
sembled with vehicle diagnosis and information measure- 
ment systems approved by the manufacturer. 


¢ For activities in pyrotechnical components and in the air- 
bag control unit - J234-, the battery earth wire must be 
disconnected while the ignition is switched on. 


@ The battery must only be disconnected while the ignition 
is SWITCHED ON. The vehicle must be cleared from oc- 
cupants. 


® Operators must wash hands after handling detonated:py- 
rotechnical components. 


¢ The airbagtrigger installation should be made'immediate- 
ly after they aré removed from its transport package. 


¢@ When work is interrupted, the airbag triggering device 
should be returned to its transport package. 


@ /tis forbidden leaving the airbag triggers device in a place 
without care. 


@ The removed airbag triggers device should be stored so 
that the cushioned side be turned upwards. 


¢ The airbag triggers device that fall on a hard surface or 
presents damages cannot be installed again. 


¢@ Not triggered airbag triggers should be identified and re- 
turned to the manufacturer to be eliminated (use the air- 
bag triggers shipping package). 


¢@ The storage and shipping should be in compliance with 
the legislation for explosive materials. 
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5.3 Storage, transportation and disposal of 
Airbag units 


¢ Storage is conditioned to applicable laws in the respective 
country. 


¢ Transportation is subject to local and foreign regulations, 
which detail regulations in packages (identification, label 
and supporting documentation). 


¢ Detonated pyrotechnical components must be submitted 
for evaluation in their original packaging and in compli- 
ance with local laws! In case of doubts, please contact 
your importer. 


# Only triggered pyrotechnical components can be dis- 
posed as industrial residue. 


5.4 Airbag triggers after an accident - re- 
place 


5.4.1 Accident with Airbag triggering 
The following components should always be replaced: 


@ All the triggered airbag triggers with their control units and 
sensors. 


¢ Supports of the Triggering-device 1 for the front passenger 
airbag - N131-. 


+ Airbag coil connector and return spring, with sliding ring - 
138-. 


Visual inspection - replace if necessary: 
@ All the damaged components. 


(a) Note 


After the repair, even if the airbag control lamp - K75- do not in- 
dicate any failure, the record of defects regarding airbag compo- 
nents should be verified with the help of the Diagnosis, Measuring 
and Information System - VAS 5051A/52- = page 80. 


5.4.2 Accident without Airbag triggering 


(@] Note 


Even if the airbag control lamp - K75- does not indicate any failure, 
the airbag component damage memory must be checked, using 
the Diagnosis, Measurement, and Information System - VAS 
5051A/52- = page 80. 

Items that should be checked: 

@ Airbag control light - K75- 

@ Triggering device for driver's airbag - N95- 

@ Triggering device 1 for front passenger airbag - N131- 
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@ Driver/passenger side airbag trigger - N199 / N200- 
@ Airbag control unit - J234- 


@ Safety belts front and rear, as well as the mooring points of the 
children's seat (ISOFIX) = page 39 . 


5:5 Triggering device for driver's airbag - 
N95- - remove and install (version 1) 


A Caution 


Observe the safety measures to work with the Airbag 
= page 62. 


A WARNING 


Before working on the electrical system, it is necessary to dis- 
connect the earth wire from Battery - A- > Electrical system; 
Rep. gr. 27 ; Starter, alternator, battery . 


(a) Note 


@ = Check if the vehicle has a coded radio, if so, request the anti- 
theft code before disconnecting the earth cable from the Bat- 
tery-A-. 

@ When reconnecting the Battery - A- \;check the vehicle's 


equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/or instructions of use. 


5.5.1 Removal 


A WARNING 


Observe the safety measures to work with,the Airbag . 


- Turn ignition off. 


- Disconnect the earth wire of the Battery - A- = Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


- Pull the steering column completely outwards and block it in 
the lower position. 


5. Airbag 
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- Turn the steering wheel until its horizontal spokes are in the 
vertical position. 


- Insert a screwdriver of approx. 5 mm width, from behind, in the 
steering wheel hole, and press it according to the -arrow-. 


- Press the screwdriver upwards -arrow- until locking spring 
-1- is unlocked and the Triggering device for the driver's airbag 
- N95- disengages partially from the steering wheel housing. 


- Turn the steering wheel to (180° right) and unlock the second 
locking. 


A WARNING 


There are steering wheels with 2 or 3 locks according to 
-arrows-, check which version is installed in the vehicle to avoid 
damage to it. 


/f the vehicle has a version with third lock, carry out its unlock- 
ing as well as the others. 


- Carefully remove the Driver's airbag trigger - N95- , pulling it 
a little a little away from the steering wheel. 


A Caution yyswoaeh 


ing of the airbag.-That is why the assembler should perform the 
electrostatic discharging before disconnecting the ignition ca- 
ble and theearth wire. This can be done, for instance, by 
touching the vehicle's door lock stop. 


The electrostatic distharges can cause an involuntary trigger- ie 


- Carefllly lift the connector block -3- with a screwdriver. 


- Disconnect the connector -1- from the steering wheel -4-. 


- Remove the Ignition device for the driver's airbag - N95- -2- 
from the steering wheel -4-. 


R69-70161 


66 Rep. an.69- Passenger protection 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, interior - Edition 10.2014 


5.5.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


A Caution 


The electrostatic discharges can cause an involuntary trigger- 
ing of the airbag. That is why the assembler should perform the 
electrostatic discharging before disconnecting the ignition ca- 
ble and the earth wire. This can be done, for instance, by 
touching the vehicle's door lock stop. 


- Connect the connector -3- to the Triggering device for the 
driver's airbag - N95- -2-. 


- Place the Triggering device for the driver'sairbag.7, N95- in 
installation position and press itinWards to the steering’wheel 
until the engaging is heardcin both sides. 


Assembly notes: 
@ Turn off all electrical equipment. 
@ Turn on the ignition. 


Connect the earth wire of the Battery - A-= Electrical system ; 
Rep. gr. 27 ; Starter, alternator, battery . 


A WARNING 


When connecting the earth wire on the Battery - A- , please \ 
make sute that nobody is in the vehicle. 


5.6 Triggering device for driver's airbag - 
N95- - remove and install (version 2) 


A Caution 


Observe the Safety measures to work with the Airbag 
= page 62. 


A WARNING 


Before working on the electrical system, it is necessary to dis- 
connect the earth wire from Battery - A- > Electrical system; 
Rep. gr. 27 ; Starter, alternator, battery . 


(a) Note 


@ Check if the vehicle has a coded radio, if so, request the anti- 
theft code before disconnecting the earth cable from the Bat- 
tery-A-. 

@ When reconnecting the Battery - A- , check the vehicle's 
equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/or instructions of use. 
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5.6.1 Removal 


A WARNING 


Observe the safety measures to work with the Airbag . 
= 


- Turn ignition off. 


- Disconnect the earth wire of the Battery - A- = Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


- Pull the steering column completely outwards and block it in 
the lower position. 


- Turn the steering wheel until its horizontal spokes are in the 
vertical position. 


- Insert a screwdriver of approx. 5 mm width, from behind, in the 
steering wheel hole, and press it according to the -arrow-. 


- Press the screwdriver upwards -arrow- until locking spring 
-1- is unlocked and the Triggering device for the driver's airbag 
- N95- disengages partially from the steering wheel housing. 


- Turn the steering wheel to (180° right) and unlock the, sétond 
locking. sf 


A WARNING 


There are steering wheels with 2 or 3 locks according to 
-arrows-, check which version is installed in the vehicle to avoid 
damage to it. 


/f the vehicle has a version with third-lock, carry out its unlock- 
ing as well as the others. 


- Carefully remove the Driver's airbag trigger - N95- , pulling it 
a little a little away from the steering wheel. 


A Caution 


The electrostatic discharges can cause an involuntary trigger- 


ing of the airbag. That is why the assembler should perform the 
electrostatic discharging before discorinecting the ignition ca- 
ble and the earth wire. This can be done, for instance, by 
touching the vehicle's door lock stop. 


- Carefully lift the connector block -3- with a screwdriver. 
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— Disconnect the connector -1- from the steering wheel: oe 


— Remove the Ignition device for the driver's airiag - N95- -2- 
from the steering wheel -4-. 


eb 1071 


5.6.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Connect the connector -3- to the Triggering device for the 
driver's airbag - N95- -2-. 


- Connect connector -1- to the steering wheel Gy. 
- Place the Triggering device for the driver's airbag 2NQ5- -2- in « \ \ 
the installation position and press it inwards to the steeting, / 
wheel -4- until the engaging is heard in both sides. / 
Assembly notes: 
@ Turn off all electrical equipment. 
@ Turn on the ignition. 


# Connect the earth wire of the Battery - A- = Electrical system; 
Rep. gr. 27 ; Starter, alternator, battery . 


A WARNING 


When connecting the earth wire on the Battery - A- , please 
make sure that nobody is in the vehicle. 


eo-071 


5.7 Triggering device for driver's airbag - 
N95- - remove and install (version 3) 


A Caution 


Observe the safety measures to work with the Airbag 
= page 62. 


A WARNING 


Before working on the electrical system, it is necessary to dis- 
connect the earth wire from Battery - A- = Electrical system; 
Rep. gr. 27 ; Starter, alternator, battery . 
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(@] Note 


When reconnecting the Battery - A-, check the vehicle's equip- 
ment (radio, clock, electric locks, electric windows, etc.), accord- 
ing to the repair manual and/or instructions of use. 


5.7.1 Removal 


Observe the safety measures to work with the Airbag . 
= page 62 


- Turn the ignition and all electric consumers off, and remove 
the key from ignition. 


- Disconnect the earth wire of the Battery - A- = Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


- Pull the steering column completely outwards and block it in 
the lower position. 


- Position the flywheel with the lower lock up as image. 
- Insert a screwdriver into the cavity (behind the flywheel). 


- Press the screwdriver downwards, according to -arrow- until 
locking spring -1- is unlocked and the Ignition device for the 
driver's airbag - N95- disengages partially from the steering 
wheel housing. 


- Move the Ignition device for the driver's airbag - N95- -1- ac- 
cording to -arrows A-. 


- Move the Ignition device for ine > Griver'siainhad, N95. -1- ac- 
cording to -arrows B-. yas 
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- Carefully disengage the Driver's airbag ignition device - N95- 
-1-, pulling it a little away from the steering wheel. 


A Caution 


The electrostatic discharges can cause an involuntary trigger- 


ing of the airbag. That is why the assembler should perform the 
electrostatic discharging before disconnecting the ignition ca- 
ble and the earth wire. This can be done, for instance, by 
touching the vehicle's door lock stop. 


- Unlock the lock -2- of the connector -1- according to the 
-arrow-. 


- Disconnect the connector -1- from the Ignition device for the 
driver's airbag - N95- -3-. 


For vehicles with multifunction steering wheel: 


- Disconnect the connectors from the command buttons -4- = 
Communication; Rep. gr. 91 ; Radio, telephone, navigation 
system . 


For all versions: gen AG. Volkswagen ag 4 
over o8n., 
- Remove the®l§nition device for the driver's aire) Nos- 3. 
from the’steering wheel. 


$72 Installation 


installation occurs in the reversal sequence of removal, ob: 
serving the following: 


- Connect the connector -1- from the Ignition device for the ativ- 
er's airbag - N95- -3-. 7 
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- Lock the lock -2- of the connector -1- according to the 
-arrow-. 


For vehicles with multifunction steering wheel: 


- Connect the connectors from the command buttons -4- > 
Communication; Rep. gr. 91 ; Radio, telephone, navigation 
system . 


For all versions: 


- Place the Ignition device for the driver's airbag - N95- -3- in the 
installation position and insert it into the steering wheel, press- 
ing it until a click is heard on both sides. 


Assembly notes: 
@ Turn off all electrical equipment. 
@ Turn on the ignition. 


# Connect the earth wire of the Battery - A- = Electrical system ; 
Rep. gr. 27 ; Starter, alternator, battery . 


A WARNING 


When connecting the earth wire on the Battery - A- , please 
make sure that nobody is in the vehicle. 


5.8 Triggering device for driver's airbag - 
N95- - (version 4) - remove and install 


A Caution 


> page 62. 


A WARNING 


Before working on the electrical system, it is necessary to dis- 
connect the earth wire from Battery = A- = Electrical system; 
Rep. gr. 27 ; Starter, alternator, battery . 


(@] Note 


When reconnecting the Battery - A-, check the vehicle's equip- 
ment (radio, clock, electric locks, electric windows, etc.), accord- 
ing to the repair manual and/or instructions of use. 


5.8.1 Removal 


A WARNING 


Observe the safety measures to work. with the Airbag . 


=> page 62 


Observe the safety measures to work with the Aitbay’ past 
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A Caution 


The electrostatic discharges can cause an involuntary trigger- 
ing of the airbag. That is why the assembler should perform the 
electrostatic discharging before disconnecting the ignition ca- 
ble and the earth wire. This can be done, for instance, by 
touching the vehicle's door lock stop. 


- Turn the ignition and all electric consumers off, and remove 
the key from ignition. 


- Disconnect the earth wire of the Battery - A- = Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


- Remove the upper (fixed) steering column covering 
= page 94, 


- Remove the upper (adjustable) steering column covering 
= page 97. 


- Place the flywheel as illustrated. 
- Insert a 6-mm screwdriver into the cavity (behind the flywheel). 


- Press the Ignition device for the driver's airbag - N95- as per 
-arrow A-. 


- Press the Allen wrench upwards, as per -arrow B-, until the 
locking spring is unlocked and the Ignition device for the driv- 
hie airbag - N95- disengages partially from the steering wheel 

jousing. 


- Place the flywheel as illustrated. 


swe" AG. Volkswage} 
Nove 
3) 
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Insert a 6-mm screwdriver into the cavity (behind the flywheel). 


- Press the Ignition device for the driver's airbag - N95- as per 
-arrows A-. 


- Press the Allen wrench upwards, as per -arrow B-, until the 
locking springs are unlocked and the Ignition device for the 
driver's airbag - N95- disengages completely from the steering 


wheel housing. 


(@] Note ? 


¢ In this operation, there are two springs that must be unlocked 


ES 


in sequence. 3 
¢@ Incase of difficulty unlocking the second sp. it the Ignition 


device for the driver's airbag - N95- and restaft the procedure. 
& 
- Disconnect the connector -arrow-. & a 
- Remove the ignition device for the driver's airbag - N95- from 8 
the steering wheel. - a 
3 


5.8.2 Installation ‘ 

ly 

The installation occurs in the reversal sequence of removal, db=,,, 

serving the following: wae 

- Connect the connector. 

- Place the Triggering device for the driver's airbag - N95- in 
installation position and press it inwards to the steering wheel 
until the engaging is heard in both sides. 

Assembly notes: 

@ Turn off all electrical equipment. 
@ Turn on the ignition. 
¢@ Connect the earth wire of the Battery - A- => Electrical system ; | 4. 


Rep. gr. 27 ; Starter, alternator, battery . = 
ia if Aen) 


A WARNING 


When connecting the earth wire on the Battery - A- , please 
make sure that nobody is in the vehicle. 


5.9 Connector of the airbag coil and return 
spring with sliding ring -F138- - remove 
and install (version 1) 


Removal: 
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Remove the Ignition device for the driver's airbag - N95- : 


- Version 1 = page 65. 
- Version 2 = page 67. 


- Remove the steering wheel = Chassis, axles, steering; Rep. 
gr. 48 ; Steering . yovsn2o™ 


Remove the (fixed) steering column covering = page's. 


Remove the (adjustable) steering column covert: 
= page 95 . & 


(a) Note 


5 

@ While removing and installing the Airbag coil connector and 
return spring with sliding ring - F138 -1-, make sure that the 
connector is at the intermediate pogo (wheels facing for- 
ward - aligned). 


@ The Contact of the airbag coil anoatel spring with sliding 
ring - F138- must not be turned out of position; masking tape 
may be used to secure it in place. 


AG. Volkswagen agg, 


Ss 
g 


SSeujoe109 


Disconnect the connector -2-. 


- Unplug the locks -arrows- of the Airbag coil connector and re- 
turn spring with sliding ring - F138- -4- and remove it from the 
steering switch and from the cleaner; according to -arrow-. 


% 
Installation: % 


The installation occurs in the reversal sequenée of removal, ob- 
serving the following: 


(i) Note 


return spring with eh ring - F138- -1-, make sure that the 
connector is at the intermediate position (wheels facing for- 
ward - aligned). 


@ The Contact of the airbag coil and return spring with sliding 
ring - F138- must not be turned out of position; masking tape 
may be used to secure it in place. 


- Install the Airbag coil connector and return spring with sliding 
ring - F138- -1- in the steering and cleaner switch -2-. 


- Connect the respective connector. 


R69-10157 
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5.10 Connector of the airbag coil and return 
spring with sliding ring -F138- - remove 
and install (version 2) 

Removal: 


- Remove the Triggering device for the driver's airbag - N95- 
= page 69. 


- Remove the steering wheel = Chassis, axles, steering; Rep, wagen AG Volkswagen 4g 
gr. 48 ; Steering . wo ve 0¢ 


- Remove the (fixed) steering column covering = pagel ei 


- Remove the (adjustable) steering column coveri ing 
= page 97. ? 


u Note 3 


While removing and installing the Airbag coil connector and 
return spring with sliding ring - F138-=1-, make sure that the 
connector is at the intermediate posi jon (wheels facing for- 
ward - aligned). 


@ The Contact of the airbag coil and ratum spring with sliding 
ring - F138- must not be turned out of position; masking tape 
may be used to secure it in place. 


coil connector and re- 


- Unplug the locks -arrows- of the Airb 
ind remove it according 


turn spring with sliding ring - F138- - 
to -arrow-. 


Installation: 


2196) 
Ao, 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


lt Note 


While removing and installing the Airbag coil connector and 
return spring with sliding ring - F138- -1-, make sure that the 
connector is at the intermediate position (wheels facing for- 
ward - aligned). 


@ The Contact of the airbag coil and return spring with sliding 
ting - F138- must not be turned out of position; masking tape 
may be used to secure it in place. 


- Install the Airbag coil connector and return spring with sliding 
ring - F138- -2- in the switchbox -1-. 
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5.11 Triggering device 1 for front passenger's 
airbag -N131- - remove and install 


A WARNING 


Observe the safety measures to work with the Airbag . 
= page 62 


A WARNING 


Before working on the electrical system, it is necessary to dis- 
connect the earth wirefrom Battery - A- > Electrical system; 
Rep. gr. 27 ; Starter, alternator, battery . 


(@) Note 


@ Check if the vehicle has a coded radio, if so, request the anti- 
theft code before disconnecting the earth cable from the Bat- 
tery -A-. 

@ Wherireconnecting the Battery - A-, check the vehicle's 


equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/or instructions of use. 


5.11.1 2 Removal 


- Turn ignition off. 


A Caution 


The electrostatic discharges can cause an involuntary trigger- 
ing of the airbagThat is why the assembler should perform the 
electrostatic discharging before disconnecting the ignition ca- 
ble and the earth wire. This can be done, for instance, by 
touching the vehicle's deer lock stop. 


Disconnect the earth wire of the Battery - A- > Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


A WARNING 


Observe the safety measures to work with the Airbag . 
= page 62 


- Remove the glove box = page 13. 
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- Disconnect the connector -3-. 


- Remove securing bolts -4- (3 units). 


- Remove the Triggering device 1 for the front passenger's air- 
bag - N131- -1- from the support through the opening in the 
dash panel -2-. 


5.11.2 Installation 


The installation occursin the reversal sequence of removal, ob- 
serving the following: 


(i Note 


The dash panel is hot shown for better viewing of the assembly. 


- Install the Ignition device 1 for the front passenger airbag - 
N131- -1- in the support -2-. 


A WARNING 


Check the correct assembly position of Airbag triggering de- 
vice 1 for front passenger airbag - N131- -1- to its support -2- 
on cross member -3-. 


- Tighten securing bolts -4- to (10. Nm) torque. 
- Install the gloves compartment = pager d3 
Assembly notes: 


¢@ Turn off all electrical equipment. 


@ Turn on the ignition. 


# Connect the earth wire of the Battery - A-= Electrical system ; 
Rep. gr. 27 ; Starter, alternator, battery . 


A WARNING 


When connecting the earth wire on the Battery - A- , please 
make sure that nobody is in the vehicle. 
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5.12 Airbag control unit -J234*. remove and 
install 


A Caution 


Observe the safety measufes to work with the Airbag . 
= page 62 C 


A WARNING 


Before working on the electrical system, it is necessary to dis- 
connect the earth wire from Battery - A- > Electrical system; 
Rep. gr. 27 ; Starter, alternator, battery. 


@ Note 


Check if the vehicle has a cotled radio, if so, request the anti- 
theft vid before disconnecting the earth cable from the Bat- 
tery- A-. 


@ When reconnecting the Battery - A- ‘check the vehicle's ws 


equipment (radio, clock, electric locks, electric windows, etc.), 9 
according to the repair manual and/or instrtic! Wasipns of use. 


P04 ov 


5.12.1 Removal 


- Turn the ignition and all electric consumers off, and remove 
the key from ignition. 


- Disconnect the earth wire of the Battery - A- = Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


A Caution 


Observe the safety measures to work with the Airbag . 
= page 62 


- Remove the centre console > page 9 . 
- Disconnect the connector -1- of the Airbag control unit - J234- . 


_General bodyrepairs, interior - Edition 10.2014 


Ne9-10428 
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- Remove fastening nuts -1-. 
- Remove the Airbag control unit - J234- -2-. 


A Caution 


The electrostatic discharges can cause an involuntary trigger- 
ing of the airbag. That is why the assembler should perform the 
electrostatic discharging before disconnecting the ignition ca- 
ble and the earth wire. This can be done, for instance, by 
touching the door lock stop. 


5.12.2 — Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 
- Tighten securing nuts -1- with (9 Nm) torque. 


an AG. Volkswagen ag 
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Whole 


- Connect the connector -1- of the Airbag control unit - J234-. 
+ 


Assembly notes: 
@ Turn off all électrical equipment. 


@ Turn on the ignition. 


# Connect the earth wire of the Battery - A- = Electrical system ; 
Rep. gr. 27 ; Starter, alternator, battery . 


A WARNING 


When connecting the earth wire on the Battery - A- , please 
make sure that nobody isin the vehicle. 


yg, 
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/f the Airbag control unit - J234- is replaced, it should be encoded; 
adapt (encode) the components = page 80. 


5.13 Components - adapting/verifying 
Special tools and workshop equipment required 


@ Vehicle diagnosis system and technical information - VAS 
5052A- 


Ns9-10428 
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¢@ Vehicle diagnosis system and technical information - VAS 


150- VAS 6150 


@ Wireless diagnostic connector - VAS 5054A- 
VAS 5054 A 


wagon AG- Volkswagen Ag 
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5.13.1 Work sequence 


- Connect the Diagnosis, Measurement, and Information Sys- 
tem - WAS 5052A- or later equipment to the 16-pin diagnosis 
connector - T16- -arrow- located on the lower left side of the 
instrément cluster, below the steering column. = General in- 
formation; Rep. gr. 97 ; Electrical cables and harnesses 


= Turnon the ignition. 


- Tutn off all electrical equipment. 


- Préceed by selecting the desired functions = Vehicle diag- 
nostic tester. 


—™ 


00-1026 


000-10127 
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Trim, insulatio 


1 Dash panel 


1.1 Tools 
Special tools and workshop equipment required 
@ Scraper - VW 037- 


VW 037 


00-0074 


@ Removal lever - 80-200- . 


1.2 Dash panel - remove and install (version 
1) 


A WARNING 


Before working on the electrical system, it is necessary to dis- 
connect the earth wire from Battery - A- > Electrical system; 
Rep. gr. 27 ; Starter, alternator, battery . 


(@] Note 


@ Check if the vehicle has a coded radio, if so, request the anti- 
theft code before disconnecting the earth cable from the Bat- 
tery - A-. 


@ When reconnecting the Battery - A- , check the vehicle's 
equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/or instructions of use. 
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1.2.1 Removal 


— Turn off the ignition and all electrical equipment, and remove 
the key from ignition. 


- Disconnect the earth wire of the Battery - A- = Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


For vehicles with airbag . 

- Remove the Ignition device for the driver's airbag - N95- : 
- Version 1 = page 65 . 

- Version 2 = page 67 . 

- Remove the glove box -5- = page 13 . 


- Remove the Ignition device 1 for the front PassenaRs ARRAS - 
N131- -2- = page 77. 


A Caution 


Observe the safety méasures to work with the Airbag . 
=> page 62 


For all versions: 


- Remove the steering wheel = Chassis, axles, steering; Rep. 
gr. 48; Steering . 


- Remove the centre console = page 9 . 

- Remove the lining of steering column. 

Vehicles with fixed steering column = page 93 . 
Vehicles with adjustable steering column = page 95 . 


- Remove the tun signal and wiper/washer switches= Electri- 
cal system; Rep, gr. 94 ; Switches, lights, and external lamps . 


- Remove the center frame -6- from the dash panel -4- 
= page 16. 


- Remove the Combiried instrument - K- -1- = Electrical devi- 
ces; Rep. gr. 90 ; Instruments box, indicators . 


- Remove fuse support -7- 4,Electrical equipment; Rep. gr. 97; 
Electrical cables and harnesses . 


- Remove the linings of column A (both, sides) = page 108 . 


- Remove the side covers -3- from the right arid left sides ofthe 
dash panel -4-, with the help of a Scraper - VW 037- . 
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- Remove the fastening screws -3- from the dash panel -2-. 


- Position the wire harnesses inwards the dash panel -2- to 
make the removal easier. 


— Remove the dashboard -2-, from the cross support -1-. 


(a) Note 


To unplug and remove the dash panel -2-, it is recommended the 
help of a second operator. 


1.2.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a Note 


To install the dash panel, it is recommended the help of a second 
operator. 


- Install the dash panel -1-, on the cross support. 


(@] Note 


Attention should be paid for plugging the dash panel -1- to the 
clips -2-, located in the front wall -3-. 


ro.10182 
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Tighten securing bolts -3- to (3.5 Nm) torque. 


Install the side covers -3- from the right and left sides of the 
dash panel -4-. 


Install the linings of column A (both sides) = page 108 . 


Install the support of fuses -7- => Electrical devices; Rep. gr. 
97 ; Cables and electric harness . 


Install the Combined instrument - K- -1- > Electrical devices; 
Rep. gr. 90 ; Instrument case, indicators . 


Install the center frame -6- on the dash panel -4- = page 16. 


Install the turn signal and wiper/washer switches= Electrical 
system; Rep. gr. 94 ; Switches, lights, and external lamps . 


Install the lining of steering column. 


Vehicles with fixed steering column = page 93 . 


Vehicles with adjustable steering column = page 95 . 


F 


1 


Install the steering wheel = Chassis, axles, steering; Rep. gr. 
48 ; Steering . 


Install the centre console = page 9 . 
‘or vehicles with airbag . 


Install the Ignition device 1 for the front passenger airbag - 
N131- -2- > page 77. 


Install the glove box -5- = page 13. 

Install the Ignition device for the driver's airbag - N95- : 
Version 1 => page 65 . 

Version 2 > page 67 . 


A Caution 


Observe the safety measures to work with the Airbag . 
62 


3 Dash panel - remove and install (version 
2) 


A WARNING 


Before working on the electrical systei, it is necessary to dis- 
connect the earth wire from Battery - A. > Electrical system; 
Rep. gr. 27 ; Starter, alternator, battery, 


ro 
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(@] Note 


@ Check if the vehicle has a coded radio, if so, request the anti- 
theft code before disconnecting the earth cable from the Bat- 
tery - A-. 


@ When reconnecting the Battery - A- , check the vehicle's 
equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/or instructions of use. 


1.3.1 Removal 


- Turn off the ignition and all electrical equipment, and remove 
the key from ignition. 


- Disconnect the earth wire of the Battery - A- = Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


A Caution 


Observe the safety measures to work with the Airbag . 
> page 62 


- Remove the Triggering device for the driver's airbag - N95- 
= page 69. 

- Remove the steering wheel = Chassis, axles, steering; Rep. 
gr. 48 ; Steering . 

- Remove the (fixed) steering column covering = page 94 . 

- Remove the (adjustable) steering column covering 
= page 97. 


- Remove the turn signal and wiper/washer switches= Electri- 
cal system; Rep. gr. ‘94 ; Switches, lights, and external lamps . 


- Remove the Combinedinstrument - K- > Electrical system; 
Rep. gr. 90 ; Instrument ¢ase, indicators . 


- Remove Light switch - E1- >0Electrical equipment; Rep. gr. 
96 ; Switches, lights and internallamps, alarm . 
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— Remove fuse support = Electrical equipment; Rep. gr. 97 ; 
Electrical cables and harnesses . 


- Remove the glove box = page 13. 


— Remove the Triggering device 1 for front passenger's airbag - 
N131- = page 7 


- Remove the centre console = page 9. 


- Remove the lower central frame (vehicles without radio) 
= page 18. 


— Remove the lower central ffaine (vehicles with Fadia) 
= page 20. ‘\ 


- Remove the. céntral frame trim = page 21. 
- Remove.the linings of column A (both sides) = page 108 . 


— Remove the side covers (both sides) from the instrument pan- 
el -45, using the Spatula - VW 037-. 


- Remove the fastening screws -3- from the dash panel -4-. 


- Position the wire harnesses inwards the dash panel -4- to 
make the removal easier. 


- sRemove the instrument panel -4- from guides -1-. 
- Remove the dash panel -4- from the cross support -2-. 


(a) Note 


To! ‘unplug and remove the dash panel -4-, it is recommended the 
help.of a second operator. 


1.3.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the ‘lgwing: 


(a) Note "Oofgn “ a 


@ To install the dash panel, itis recommended. ihe help of a sec- 
ond operator. 


¢ The cross support was not depicted for better guide viewing 
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- Install the dash panel -1-, on the cross support. 


(@) Note 


Attention should be paid for plugging the dash panel -1- to guides 
-3-, located in the upper panel -2-. 


1.4 Cross member/Dash pafiel= remove 
and install 


A WARNING 


Before carrying out any work on the electrie system, it is nec- 
essary to disconnect the Battery - A- earth wire. > Electrical 
system; Rep. gr. 27 ; Starter, alternator, battery 


# Note 


Check if the vehicle has a coded radio, if so, request the anti- 
theft pode before disconnecting the earth cable from the, at 
tery -A-. , 


@ When reconnecting the Battery - A-, check if the vehicle 
equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/or instructions of use. 


1.4.1 Removal 


- Turn off the ignition and all electrical equipment, and remove 
the key from ignition. 


- Disconnect the earth wire from the Battery - A- > Electrical 
system; Rep. gr. 27 ; Starter, alternator, battery 


- Remove the centre console = page 9. 
- Remove the dash panel = page 82. 


- Remove the steering column from the cross member = Chas- 
sis, axles, steering; Rep. gr. 48 ; Steering . 

- Remove the channel from the windscreen air baffle > Heating, 
air conditioning; Rep. gr. 80 ; Heating . 

- Remove the center vent channel = Heating, air conditioning; 
Rep. gr. 80 ; Heating . 


- Remove the air duct to the feet (right side) = Heating, air con- 
ditioning; Rep. gr. 80 ; Heating . 
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- Remove the fastening nuts: 
A, 


from behind the cross support 
- Remove the relays compartment -2-. 


- Remove the fastening screws -1- fi 
right side. 
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- Unplug the harness from the dash panelviti the areas “124d. 


- Remove the windscreen wiper arm and blade assembly > 
Electrical system; Rep. gf. 92 ; Windscreen, rear window and 
headlight wiper and washer . 


- Remove the lower. iting of the windscreen -3- = General body 
repairs, exterior; Rep. gr. 66 ; External equipment . 


- Remove thé:fastening screw -2-, from the cross support -1-. 


- Remove theventilation adjustment mechanism = Heating, air 
conditioning? Rep. gr. 80; Heating . 


- Remove the fastening screws -3- from the cross support -2-. 
- Remove the cross support -2- from the fastening supports 


(a) Note 


To unplug and remove the cross member -2-, it is recommended 
the help of a second operator. 


1.4.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(@] Note 


To install and remove the cross support -2-, it is recommended 
the help of a second operator. 
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— Install the cross support -2- from the fastening supports -1-. 
- Tighten securing bolts -3- to (20 Nm) torque. 


an AG. Volkswagen ac 


S ry 
lof 
to 


(Rvoao189) 


- Tighten the securing bolt -2- to the torque of (25 Nm). 


‘Note 


The'scre! w -2- can only be fastened after fastening the fastening 
screws to the side supports (3 units). 


([Rroo08 


- Fasten the fastening screws -1- with torque of (12 Nm) from 
the dash panel gupport right side. 


Aap, 
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- Remove the relays compartment -2-, from the cross support 
£45, 


- Tighten securing nuts -3- with (4 Nm) torque. 


- Tighten securing bolts -2- to (12 Nm) torque. 


- Tighten fastening screws in the following sequence: -4- and 
-3- from the cross support -1- with a torque of (12 Nm). 


- Install the dash panel = page 82. 


- Connect the earth wire of the Battery - A- = Electrical system ; 
Rep. gr. 27 ; Starter, alternator, battery . 


(Rronores) 


1.5 Side support for dash panel support - : 


remove and install 
(@] Note 


The removal ahd installation is described for the left side of the 
vehicle. The removal and installation for the right side of the ve- 
hicle is made&in a similar manner. 


Special tools and workshop equipment required 
# Torque wrench - 5 to 50 Nm ( ene. 1/2") - VAG 1331- 


V.A.G 1331 


Removal: 


— Remove the dash panel = pagee2s,,. : 
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- Remove the dash panel's cross member = page 88 . 
- Remove securing bolts -2-. 


- Remove the side support -1-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Install the side support -1-. 

- Tighten securing bolts -2- to (20 Nm) torque. 

- Install the dash panel's cross member = page 88 . 
- Install the dash panel => page 82 . 


1.6 Fixed steering column linirigremoval 
and.installation (version 1) 


Special tools-and workshop equipment required 
@ Scraper - VW 037- 


Removal: 


A WARNING 


Before-carrying out any work on the electric system, it is nec- 
essary to, disconnect the Battery - A- earth wire. > Electrical 
system; Rep. gr. 27 ; Starter, alternator, battery 


(a) Note 


@ Check if the vehicle has a coded radio, if so, request the anti- 
theft code before disconnecting the earth cable from the Bat- 
tery-A-. 


@ When reconnecting the Battery - A- , check the vehicle's 
equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/or instructions of use. 

- Remove the Ignition device for the driver's airbag - N95- : 

- Version 1 = page 65 . 

- Version 2 = page 67 . 
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A Caution 


Observe the safety measures to work with the Airbag . 
=> page 62 


- Remove the steering wheel > Chassis, axles, steering?/Rep. 
gr. 48 ; Steering . 


- Unplugupwards the upper lining -1- of the steering column; if 
necessary, use the Scraper - VW 037-. 


- Remove fastening screws -2- and -3-. 

- Carefully pull backwards the lower lining -4- of the steering 
column. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


Fasten the fastening screws in the following sequence: 
= Tighten securing bolts -2- to (0.6 Nm) torque. 
-5 Tighten the securing bolt -3- to the torque of (2.0 Nm). 


A WARNING 


When connecting the earth wire on the Battery - A- , please 
make sure that nobody is in the vehicle. 


- Connect the earth wire of the Battery - A-= Electrical systém ; 
Rep. gr. 27 ; Starter, alternator, battery . 


1.7 Fixed steering column lining - removal 
and installation (version 2) 

Special tools and workshop equipment required 

@ Scraper - VW 037- 


A WARNING 


Before carrying out any work on the electric system, it is nec- 
essary to disconnect the Battery - A- earth wire. = Electrical 
system; Rep. gr. 27 ; Starter, alternator, battery 


VW 037 


yo.10100 


00-0014 
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(a) Note 


@ Check if the vehicle has a coded radio, if so, request the anti- 
theft code before disconnecting the earth cable from the Bat- 
tery-A-. 


@ When reconnecting the Battery - A- , check the vehicle's 
equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/or instructions of use. 

Removal: 

- Turn ignition off. 


- Disconnect the earth wire of the Battery - A- = Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


A Caution 


Observe the safety measures, fo work with the Airbag . 
> page 62 : Volkswagen Ac 3. 


- Remove the itis device for the driver's airbag - Nos, 
= page 69. 


- Remove the steering wheel = Chassis, axles, steering; Rep. 
gr. 48 ; Steering . 


- Unplug upwards the upper lining -1- of the steering column; if 
necessary, use the Scraper - VW 037- . 


— Remove fastening screws -2- and -4-. 

= Carefully pull backwards and remove the lower lining -3- of the 
= steering column. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


Fasten the fastening screws in the following sequence: 
- ‘Tighten securing bolts -2- to (0.6 Nm) torque. 
- Tighten the securing bolt -4- to the torque of (2.0 Nm). 


A\%. WARNING 


When conni ting the earth wire on the Battery - A-, plegee) 
make sure that nobody is in the vehicle. 


205 


101-4 per 
- Connect the earth wire of the Battery - AS Electrical system ; 
Rep. gr. 27 ; Starter, alternator, battery . 


1.8 Adjustable steering column lining - re- 
moval and installation (version 1) 


Special tools and workshop equipment required 
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@ Scraper - VW 037- 


VW 037 


200-0014 


A WARNING 


Before carrying out any work on the electric system, it is nec- 
essary to disconnect the Battery - A- earth wire. > Electrical 
system; Rep. gr. 27 ; Starter, alternator, battery 


(a) Note 


@ = Check if the vehicle has a coded radio, if so, request the anti- 
theft code before disconnecting the earth cable from the Bat- 
tery -A-. 

@ When reconnecting the Battery - A- , check thevéhicles 


equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/eF instructions of use. 


Removal: 
- Turn ignition off. 


- Disconnect the earth wiré of the Battery - A-= Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


- Remove the Ignition device for the driver's airbag - N95- : 


- Version 1 = page 65°. 
- Version 2 = page 67. 


A Caution 


Observe the safety“measures to work with the Airbag . 
=> page 62 


- Remove the steering wheel = Chassis, axles, steering; Rep. 
gr. 48 ; Steering . 


Q6 Rep. oF-70- Trim, insulation 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, interior - Edition 10.2014 


- Unplug the combined instrument finish = page 23 


- Unplug upwards the upper lining -1- of the steering column; if 
necessary, use the Scraper - VW 037- . 


- Remove fastening screws -2- and -3-. 

- Carefully pull backwards the lower lining, -4>. ofithe-steering 
column. Ke" 

Installation: 


The installation occursin the reversal sequence of removal, ob- 
serving the following; 


Fasten the fastening screws in the following sequence: 
- Tighten secufing bolts -2- to (0.6 Nm) torque. 
- Tighten the’securing bolt -3- to the torque of (2.0 Nm). 


A WARNING 


When connecting the earth wire on the Battery - A-, please 
make sure that nobody is in the vehicle. 


- Connect the earth wire of the Battery - A- = Electrical system ; 
Rep. gr. 27; Starter, alternator, battery . 


1.9 Adjustable steering column lining - re- 
moval and installation (version 2) 


Special tools and workshop equipment required 
@ Scraper - VW 037- 


VW 037 


(200-0074 


A WARNING 


Before carrying out any work on the electric system, it is nec- 
essary to disconnect the Battery - A- earth wire. = Electrical 
system; Rep. gr. 27 ; Starter, alternator, battery 
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(@] Note 


@ Check if the vehicle has a coded radio, if so, request the anti- 
theft code before disconnecting the earth cable from the Bat- 
tery - A-. 


@ When reconnecting the Battery - A- , check-the vehicle's 
equipment (radio, clock, electric locks, electric windows, etc.), 
according to the repair manual and/or instructions of use. 

Removal: 

- Turn ignition off. 


- Disconnect the earth wire of the Battery - Be = Electrical sys- 
tem ; Rep. gr. 27 ; Starter, alternator, battery . 


A Caution % 


Observe the safety measures to work with the Airbag . 
= page 62 “oy 


M 
- Remove the Triggering device for the driver's airbag - N95- 
= page 69. 


- Remove the steering wheel = Chassis, axles, steering; Rep. 
gr. 48 ; Steering . 


- Unplug the combined instrument finish = page 23 


- Unplug upwards the upper lining -1- of the steering column; if 
necessary, use the Scraper - VW 037-. 


- Remove fastening screws -2- and -4-. 

- Carefully pull backwards and remove the lower lining -3- of the 
steering column. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


Fasten the fastening screws in the following sequence: 
- Tighten securing bolts -2- to (0.6 Nm) torque. 


- Tighten the securing bolt -4- to the torque of (2.0 Nm). 


A WARNING 


When connecting the earth wire on the Battery - A-, please 
make sure that nobody is in the vehicle. 


- Connect the earth wire of the Battery - A- = Electrical system ; 
Rep. gr. 27 ; Starter, alternator, battery . 
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2 Doors' linings (2 doors) 


21 Tools 
Special tools and workshop equipment required 
@ Scraper - VW 037- 


VW 037 


‘000-0014 


2.2 Front door lining - assembly overview 


1 - Bolt 
Q 2.0Nm 
Q 6units 


2 - Pull's frame 


3 - Pop rivet nuts c 


Q In order to installif; use 
the Pop rivet nut applier 
- VAG 1765B=or Pop 
rivet nut a r-EQ 
7422- . 


Q 3units 


4 - Interior handle 


Q> Remove-and install > 
General-body repairs, 
exterior: Rep. gr. 57 ; 
Front dgors/compo- 
nents/centre locking 


5 - Lock Bowden cable hook 


6 - Lock Bowdén cable 


Q Remove and install = 
General body repairs, 
exterior; Rep. gr. 57 ; 
Front doors/éempo- 
nents/centre locking 

6, 


7 - Fitting hole of the Lock Bow- 
den cable hook 


8 - Rivet 
Q 4units 
9 - Reinforcement 


10 - Fastening bushing 
Q 3units 
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11 - Door lining 
Q Remove and install > page 100 . 


2.3 Front door lining - remove and install 


The removal and installation is described for the right side of the 
vehicle. The removal and installation for the left side of the vehicle 
is made in a similar manner. 


2.3.1 Removal 
Vehicles with manual glass activation mechanism: 


- Remove the window winder = General body repairs, exterior; 
Rep. gr. 64 ; Windscreen, windows, window mechanisms . 


For all vehicles: 


- ene the pull's frame -2- with the help of the Scraper - VW 


- Remove the fastening screws -1- (6 units) of lining -11-. 


- Remove the dodr's lining -11- with the help of the Scraper. - 
VW 037- . 9 a) 


- Disengage the activation cable -5- of the internal door handle 
Vehicles with electrical glass activation devices and/or electric 
rearview mirror: 


- Disconnect the connectors of the electrical mechanisms of the 
glasses and the electrical external rearview mirror. 


(@] Note 


In the event the Switch for adjusting rearview mirrors - E43- with 
switch for adjusting rearview mirrors - E48- > Electrical equip- 
ment; Rep. gr. 96 ; Internal switches, lights and lamps, alarm, is 
rémoved, it must be done after the door lining is removed. 


A, RX 
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2.3.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


@ Before assembling, it is necessary to check the fastening 
clamp for damages and, if necessary, replace them. 


@ Check the state of pop rivet nuts -3-. In order to install them, 
use the Pop rivet nut applier - VAG 1765B- or Pop rivet nut 
applier - EQ 7422- . 


- Tighten securing bolts -1- to (2 Nm) torque. 


wro0102 
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3 Doors' linings (4 doors) 


3.1 Tools 
Special tools and workshop equipment required 
@ Scraper - VW 037- 


VW 037 


000-0014 


agenA@- VOKSWAgEN AG 4, 


ons 


3.2 Front door lining - assembly overviews! 


1 - Bolt 
Q 2.0Nm 
Q 6 units 


2 - Pull's frame 


3 - Pop rivet nuts 


Q In order to install it, use 
the Pop rivet nut applier 
- VAG 1765B- or Pop 
rivet nut applier - EQ 
7422-. 


Q 3 units 


4 - Interior handle 


Q_ Remove and install = 
General body repairs, 
exterior; Rep. gr. 57 
Front doors/compo- 
nents/centre locking 


5 - Lock Bowden cable hook 


6 - Lock Bowden cable 


Q Remove and install = 
General body repairs, 
exterior; Rep. gr. 57; 
Front doors/compo- 
nents/centre locking 


7 - Fitting hole of the Lock Bow- 
den cable hook 


8 - Rivet 
Q 4 units 
9 - Reinforcement 


10 - Fastening bushing 
Q 3units 
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11 - Door lining 
Q Remove and install > page 103 . 


3.3 Front door lining - remove and install 


(a) Note 


The removal and installation is described for the right side of the 
vehicle. The removal and installation for the left side of the vehicle 
is made in a similar manner. 

3.3.1 Removal 


Vehicles with manual glass activation mechanism: 


- Remove the window winder = General body repairs, exterior; 
Rep. gr. 64 ; Windscreen, windows, window mechanisms . 


For all vehicles: 


- penne the pull's frame -2- with the help of the Scraper - VW 


- Remove the fastening screws -1- (6 units) of lining -11-. 


- Revove the door's lining -11- with the help of the Scraper - 


- Disengage the activation cable -5- of the internal door handle 


Vehicles with electrical glass activation devices and/or electric 
rearview mirror: 


- Disconnect the connectors of the electrical mechanisms of the 
glasses and the electrical external rearview mirror. 


(a) Note = R70-10106 


In the event the Switch for adjusting rearview mirrors - E43- with 
switch foradjusting rearview mirrors - E48- = Electrical equip- 
ment; Rep. 9r. 96 ; Internal switches, lights and lamps, alarm, is 
removed, it must be done after the door lining is removed. 
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3.3.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(@) Note 


@ Before assembling, it is necessary to check the fastening 
clamp for damages and, if necessary, replace them. 


@ Check the state of pop rivet nuts -3-. In order to install them, 
use the Pop rivet nut applier - VAG 1765B- or Pop rivet nut 
applier - EQ 7422-. gen AG. Volks 

NOE 


~ Tighten securing bolts -1- to (2 Nm) torque. ..°° 


3.4 


1 - Lock Bowden cable hook ; 


2 - Lock Bowden cable a 


Q_ Remove and install > | 
General body repairs, 
exterior; Rep. gr. 57 ; 
Front doors/compo- 
nents/centre locking 


3 - Fitting hole of the Lock Bow- 
den cable hook 
4 - Rivet 
Q 4 units 
5 - Reinforcement 


6 - Fastening bushing 
Q 2units 


7 - Pop rivet nuts 


Q In order to install it, use 
the Pop rivet nut applier 
- VAG 1765B- or Pop 
rivet nut applier - EQ 
7422-. 


Q 3units 


8 - Interior handle 


Q Remove and install > 
General body repairs, 
exterior; Rep. gr. 57 ; 
Front doors/compo- 
nents/centre locking 


9 - Bolt 
Q 2.0Nm 
Q Sunits 
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10 - Pull's frame 


41 - Door lining i te 
Q Remove and install > page 105.” *, 


3.5 Rear door lining =temove and install 


(a) Note 


The removal and installation is described for the right side of the 
vehicle. The removal and installation for the left side of the vehicle 
is made in a similar manner. 


3.5.1 Removal 
Vehicles with manual glass activation mechanism: 


- Remove the window winder = General body repairs, exterior; 
Rep. gr. 64 ; Windscreen, windows;,window mechanisms . 


For all vehicles: % 
- Remove the pull's frame -10- with the help of the Scraper - VW 


- Remove the fastening screws -9- (5 units) of lining 24, 1; 


X 


rae 


- Remove the door's lining -11- with the help of the Scraper - 
VW 037-. 


- Disengage the activation cable -2- of the internal door handle 


Vehicles with electrical glass activation mechanism: 


- Disconnect the connectors of the glasses electrical mecha- 
nisms. 
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nade Tog, 
AY eSno4 


3.5.2 _ Installation On 


Gp, 


serving the following: 


(a) Note 


¢<Before assembling, it is necessary to check the fastening 
3 clamp for damages and, if necessary, replace them. 


The installation occurs in the reversal sequence of removal, ob- 
% 


# Check the state of ‘pop rivet nuts -7-. In order to install them, 
© use the Pop rivet nut applier - VAG 1765B- or Pop rivet nut 
5 applier- EQ 7422-. 


‘+ Tighten securing bolts -9- to (2 Nm) torque. 


(Go 


Trim collar - Remove and install 


Note 


ig, rom 
Removal and installation are described for the right franit lining of 
the vehicle. Removal antinstallation for the other Mi ings is per- 
formed in a similar manner. * 
Removal: 
- Remove the door lining (front) -2- = page 103. 
- Remove the (rear) door lining = page 105 . 
- Press the trim collar locks -1-, according to -arrows A-. 
— Remove the trim collar -1-, towards -arrow B-. 


Installation: 


Ss [ R70-10313 
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Volkswax 


The installation occurs in thereverSal Sequence 6fremoval, 
oy 


i ing: 
observing the followings Y Up, ra 
Install the trim collar -1- in the door lining -2- towards -arrow-.” ee, ra 
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4 Lining of columns anid sides 


4.1 Tools 
Special tools and workshop equipment required 
@ Scraper - VW 037-. 


VW 037 


200-0018 


4.2 Column A lining remove and install 


(i) Note 


The removal and installation is described for the left side of the 
vehicle. The removal and installation for the right side ofthe ve- 
hicle is made in a similar manner. 


4.2.1 Removal 


- Remove the roof's safety handle = page 27 . 


- Unplug the column A lining -1- with the help of a Scraper - VW 
037- , starting from the center, to the ends. 


- Inthe front area, unplug the dash panel. 
- Inthe rear area, carefully pull the lining of column B. 


- Disconnect the connector -3- from the tweeter and remove the 
lining of column A -1-. 


4.2.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 
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For vehicles with sunroof: 


- Before installing the lining, checkfithe draining hoses (both 
sides) are plugged to their proper places -arrow-. . 


R70-10254 


For all the versions: 


Gm 


@ Any and all repair involving the lining removal, should neces- 
sarily have the fastening clamps -2-, replaced by new parts. 


@ After installing, check if the lining -1- is completely fitted to the 
door's edging. 


4.3 Column B lining (2 doors) - removal and 


installation 
(a) Note 


The removal and installation is described for the right side of the 
vehicle. The removal and installation for the left side of the vehicle 
is made in a similar manner. 

Removal: 


- Remove the fastening of the front seatbelt in column B. 
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- Remove the roof's safety handle = page 27 . 
- Partially unplug the upper lining of column A -1-. 


- Partially unplug the rear side lining -4- in the region near the 
column B lining. 


- Remove the securing bolt -5-. 

- Disengage the lining from column B -2- in the upper area and 
pull it ahead and out of the lining of column C -3-. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


ee 


¢@ All and any repairs involving removal of lining must ‘mandato- 
tily include replacing the fastening clips by new parts. 


@ Check if the door's inner edging lip and thé side glass inner 
edging finish the lining’s edges. 


- Tighten the securing bolt -5- to the torque of (1.5 Nm). 


4.4 Column B linings (4 doors) - assembly overview 
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14-Clip 
Q Replace if damaged. 
2 - B-pillar upper lining 
Q Remove and install 
= page 111 
3 - Bolt 
Q 1.5Nm 
Q 1 unit. 
4 - B-pillar lower lining 
Q Remove and install 
= page 112 ~ 
5 - Fastening bushing 
Q Replace if'damaged. 


R70-10200 


4.5 Column B lining (4 doors) - removal and 
installation 


(@) Note 


The removal and installation is described for the right side of the 
vehicle. The removal and installation for the left side of the vehicle 
is made in a similar manner. 

Removal: 

- Remove the lower lining of column B -4- = page 112. 
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- Remove the lining of column A = page 108 . 
- Remove the upper fastening of the safety belt. 


- Remove the fastening screw -3- from the belt's upper fa8tening 
point -2-. 


- Remove B-pillar upper lining -2-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


Fi) ts 


@ Any and all repair involving the lining removal, should neces- 
sarily have the fastening clamps -1-, replaced by new parts. 


= Check that the finishing tab of the front and rear doors reach 
the edges of the lining. : 


70.1000 


- Tighten the securing bolt-3- to the torque of (1.5 Nm). 


46 Column B lining (4 doors) - removal and 


installation 
(a) Note 


The removal and installation is describe@for the right side of the 

vehicle. The removal and installation for the left side of the vehicle 

is made in a similar manner. , 

Removal: 

- Remove the rear door sill's trim > page 29 . 

- Remove the rear door sill's trim > page 31. 

- Remove the lower lining -1-, unplugging its lock -arrow- from 
the column B upper lining. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(@] Note 


Any and all repair involving the lining removal, should necessarily 
have the fastening clamps -2-, replaced by new parts. 
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4.7 C-pillar lining “2 doors” (Fox) - remove 


and install 
(a) Note 


The removal-énd installation is described for the right side of the ‘ 


vehicle. The removal and installation for the left side of the vehicle 
is made iff a similar manner. 
Remoyal: 
- Remove the luggage compartment's cover = page 120 . 
- Fold the rear seat backrest. 
— (Unplug the side lining > page 116 . 
- Remove the belt's fastening point in the rear area 
= page 58 . 
- Remove securing bolts -2-. 


- Remove the lining of column C -1- with the help of the Scraper 
VW 037-. 
- Inthe front area, carefully pull the lining of column B-3-. 
- Pass.the safety belt through the column C lining -1- and re- 
move'the lining. 


Installation: “ 


The installation dcours in the reversal sequence of HWE gb 
serving the following: 


@ Note 


Any and all repair involving the lining removal, should neces- 
ba he have the fastening clamps -4-, replaced by new parts. 


@ After installing, check if the lining -1- is completely fitted to the 
seating of the rear lid sealing. 


- Tighten securing bolts -2- to (1.5 Nm) torque. 


4.8 C-pillar lining “4 doors” (Fox) - remove 
and install 

Removal: 

- Remove the luggage compartment's cover = page 120 . 

- Remove the rear door sill trim > page 31 . 


- Remove the lower fastening point of the rear safety belt 
=> page 58. 


- Fold the rear seat backrest. 


re 087 
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- Remove the safety handle = page 27 . 
- Partially unplug the lower lining of column C. 


- Remove the fastening screws -arrows- from the lining of col- 
umn C. 


- Remove the lining of column C, carefully unplugging it from 
column B. 
Installation: 


The installation occurs in the reversal sequence of removal, ob- | 
serving the following: 70-0153 


FE) te 


All and any repairs involving removal of lining must mandatorily 
include replacing the fastening clips by new parts in case of dam- 
age. 


- Tighten the securing bolts -arrows- to the torque of (1.5 Nm). 


4.9 C-pillar lining (Spacefox/Suran) - re- 
move and install 
(@] Note 


The removal and installation is described for the rightside of the 
vehicle. The removal and installation for the left side of the vehicle 
is made in a similar manner. y 

Removal: 

- Remove the roof's safety handle # page 27 . 

- Remove the upper fastening of the safety belt = page 57 . 

- Remove the D-pillar lining > page 115 . 

- Detach C-pillar lining -1- from:B-pillar lining -3-. 

- Remove the C-pillar lining -12. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(@] Note 


Before assembling, it is necessary to,check the fastening clamps 
-2-for damages and, if necessary, replace them. 


(aie) 
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4.10 D-pillar lining (Spacefox/Suran) - re- 
move and install 


(a) Note 


The removal and installation is described for the right side of the 
vehicle. The removal and installation for the left side of the vehicle 
is made in a similar manner. 

Removal: 


- Detach D-pillar lining -2- from C-pillar lining -3-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


Before assembling, it is necessary to check the fastening clamps 
-1-for damages and, if necessary, replate them. 


4.11 Side lining (2 pérts) - assembly overview 
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1 - Fastening clip of the safety 
belt 


2 - Side lining 


Q Remove and install 
= page 116. 


3 - Internal edging of side win- 
dow 


4 - Side window 
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4.12 Side lining (2 doors) - rerfioval and in- 


stallation 
(a) Note 


The removal and installation is described for the right side of the 
vehicle. The removal and installation for the left side of the vehicle 
is made in a similar manner. = 


Removal: 


— Remove the door sill's trim > ‘page 29 . 


Paro, 2 
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— Remove the back seat > page 173. 


- Remove the side lining -2- starting fromthe: front, with the ron 
of the Scraper - VW 037-. 


- Inthe rear area, pull out the tadlening hooks Aa from the col- 
umn C lining - -5- and remove the side lining -2-. 


Installation: 


- The installation occuts in the reversal sequence of removal, 
observing the following: 


(a) Note 


@ All and any repaits involving removal of lining must mandato- 
tily include replacing the fastening clips by new parts. 


ro 


¢@ After installing, check if the lining -2- is completely fitted to the 
seating of the side window sealing-3- -4-. 
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5 Linings of the luggage compartment 


5.1 Tools 

Special tools and workshop equipment required 
@ Lever - T10039- 

@ Wedge - T10039/1- 


@ Scraper - VW.037- . 


@ Removal lever - 80-200- 


VW.037 


Do0-ooTe 


80-200 
ee 
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5.2 Rear lid lining (Fox) - remove and install 


Removal: 

- Remove the securing bolt -3-. 

— Remove the lining -1- with the help of a Wedge - T10039/1- 
through the fastening points and remove them from the rear 
lid. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


Before assembling, it is necessary to check the fastening clamps 
-2-for damages and, if necessary, replace them. 


- Tighten the securing bolt -3- to the torque of (1.5 Nm). 


5.3 Rear lid lining (Spacefox/Suran) - re- 
move and install 
Removal: 


- Remove the securing bolt -3-....waa®" 


— Remove the rear lid lining,-4* With the Wedge - T10039/1- . 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


Before assembling, it is necessary to check the fastening clamps 
-2-for damages and, if necessary, replace them. 


- Tighten the securing bolt -3- to the torque of (1.5 Nm). 


EAI 
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5.4 Rear lid tail light covers (Spacefox/Sur- 
an) - remove and install 


Removal: 
- Disengage covers -x- by using the Wedge - T10039/1- . 
Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(E) is 


Before assembling, it is necessary to check the fastening clamps 
-2-for damages and, if necessary, replace them. 


7100391 — 


5.5 Luggage compartment cover (Fox) -,rémove and install 
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1 - Hinge pin 
Q Remove the fastening 
pin-2- by pushing it, and 
them unplug the pin 
from the lid. 


2 - Fastening pin 
3 - Hinge housing 
4 <Cable 
5 ~Luggage compartment cov- 
ere 
@ Unplug the cables of the 
s hinge pins and unplug 
=, the the hinge housing 
‘ecover. 
6 - Cover hinge 


ay 
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5.6 Luggage compartment cover (Spacefox/Suran) - remove and install 


1 - Hinge pin 
OQ Remove the fastening 
pin-2- by pushing it, and 
them unplug the pin 
from the lid. 


2 - Fastening pin 

3 - Hinge housings 

4 - Cable 

5 - Luggage compartment cov- 

er 

Q Unplug the cables of the 

hinge pins and unplug 
the the hinge housing 
cover. 

6 - Cover hinges 


R7040323 


122 Rep. o-70- Trim, insulation 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > @ 
General body repairs, interior - Edition 10.2014 
5.7 Cross member lower covering (Fox) - 
remove and install 


Removal: 


- Remove fastening clamps -3- using the ejecting lever - 
80-200- . 


- Remove the lower cover -2- of the rear panel -1-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


Check and periodically replace the clamps -3- for fastening the 
cover -2-. AG.V 


5.8 Rear panel lowér covering (Spacefox/ 
Suran) - remove and install 


Removal: 
- Remove securing bolts -4-. 
- Remove the lower cover 2- of the rear panel -3-. 


Installation: 


The installation occurs in thexreversal sequence of removal, ob- 
serving the following: 


- Tighten securing bolts -1- to (1.5 Nm) torque. 


5.9 Luggage compartment side lining (Fox) - assembly overview 
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1 - Adhesive tape 
2 - Tail light union nut (wing 
nut) 

Q Remove and install = 
Electrical system; Rep. 
gr. 94 ; Switches, lights 
and external lamps . 

3 - Pressure clamp 

Q 1 unit. 

Q Replace if damaged. 
4 - Luggage net 

Q Remove and install 
= page 23. 

5 - Side lining 

Q Remove and install 

= page 124. 
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5.10 Luggage compartment side lining (Fox) 
- remove and install 
(a) Note 


The removal and installation is described for the right side of the 
vehicle. The removal and installation for the left side of the vehicle 
is made in a similar manner. 


Special tools and workshop equipment required 
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@ Removal lever - 80-200- 


5.10.1 Removal 


(a) Note 


+ 


+ 


For the left side: 


Fold the rear seat backrest. 


Remove the fastening nut (wingnut) of tail light -2- = Electrical 
equipment; Rep. gr. 94 ; Switches, lights and external lamps 


Remove the pressure clamp -3- using the Removal lever - 
80-200- . 


Remove the luggage net -4- = page 23 . 
Detach the lining -5- of the rear wheel well and remove it. 


For models with 4 doors, remove the lower lining of column C 
= page 32. 


The luggage compartment side lining -5- should be replaced 
whenever removed. 


Remove the luggage compartment switch - W3- = Electrical 
system Rep. gr.°96 ; Switches, lights and internal lamps, 
alarm . 


Disconnect the connector from Electrical socket 2 - 12V - U18- 
= Electrical system; Rep. gr. 90 ; Instrument case, gauges . 


5.10.2 Installation 


The installation ocaurs in the reversal sequence of removal. 


5.11 Luggage compartment side lining (Spacefox/Suran) - assembly overview 
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1-Clip 
QO Replace if damaged. 


2 - Luggage compartment side 
lining 
Q Remove and install 
= page 126. 
3 - Bolt 
Q 2.0Nm 
Q Sunits 


4 - Rear seat backrest stop 
Q For different versions. 


5 - Side finishing 


R70-10325 


5.12 Luggage compartment side lining 
(Spacefox/Suran) - remove and install 

Removal: 

- Fold the rear seat. 

- Remove the D-pillar lining = page 115. 

- Remove the rear panel internal covering = page 123 . 

- Remove the side finishing -5-. 


- Remove securing bolts -3- (5 units). 
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— Remove the rear seat backrest stop -4- (if any). 
- Remove the rear door sill trim > page 35 . 


- Remove the luggage compartment light - W3- = Electrical 
system; Rep. gr. 96 ; Switches, lights and internal lamps, 
alarm and disconnect its connector (left side of the vehicle). 


- Pass the seat belt strap through the opening in the lining -2-. 
- Pull the side lining from the luggage compartment-1-. 


- Remove the connector from the Electrical socket 2 - 12V - 
U18-. 


- Remove the side lining from the luggage compartment-1-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten securing bolts -3- to (2.0 Nm) torque. 


(a) Note 


Check and replace attachment clamps -1- of side lining -2-. 
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6 Roof lining (2 ports) 


Special tools and workshop equipment required 
@ Removal lever - 80-200- 


6.1 Moulded headliner (Fox) “version 1” - assembly overview 


1 - Rear lid interior panel 
2 - Rear lid edging's lip 
3 - Moulded headliner 
Q Remove and install 
= page 129. 
Q Replace = page 133 
4 - Roof 
5 - Pressure clamp 
Q 2units. 
Q Replace if damaged. 


6 - C-pillar covering «sh 
Q Remove and instal! 
= page 113. 
7 - Separators 
Q Before the'assembly, 
check the spacers for 
the right'seating and, if 
necessary, fasten with 
proper-glue. 


8 - Separators 

Q Before the assembly, 
check the spacers for 
the right seating and, if 
nece$sary, fasten with 
propet glue. 

Q “Vehicles without rear 
map lamp” - 4 units 

Q “Vehiclés with rear map 
lamp” - 6-units 
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6.2 Moulded headliner (Fox) “version 1” - 
remove and install 


6.2.1 Removal 

- Remove the roof grab handles = page 27 . 

- Remove A-pillar coverings = page 108 . 

- Unplug the doors' sills = page 29 . 

- Unplug the side linings, swage 176 .” 

- Remove the B.pillar anes = page 109. 

- Remove the linings of column C -6- > page 113 . 
- Remove the parasols = page 25 . 


- Remove make-up mirror lights > Electrical system ; Rep. gr. 
96’; Switches, lights and internal lamps, alarm . 


- Remove internal light > Electrical system ; Rep. gr. 96 ; 
‘Switches, lights and internal lamps, alarm . 


= Remove the rear reading lights = Electrical equipment; Rep. 
gr. 96 ; Internal bulbs, lights and switches, alarm . 


fad Bee the clamps -5- with the help of the Removal lever - 


+4 Pull the roof's pre-molded lining -3- in the rear area, out of the 
rear lid sealing -2-. 


= Uniformly lower the roof's pre-molded lining -3- and remove it 
through the vehicle's rear side (luggage compartment). 


(a} Note 


For the removal of the roofs pre-molded lining -3-, it is recom- 
mended the help of a second operator. 


6.2.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


@ Before the assembly, check the spacers -7- and -8- for the right 
seating and, if necessary, fasten with proper glue. 


@ Carefully remove fastening clamps -5-. 


@ = Arfter installing, check if the roofs pre-molded lining -3- is com- 
pletely fitted to the seating of the rear lid sealing-2-. 
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6.3 Moulded headliner (Fox) “version 2” - assembly overvie 


¢ 
4 - Rear lid interior panel 
2 - Rear lid edging's lip 
3 - Moulded headliner 
Q Remove and ifstall 
=> page 13 


Q Replace = page 133 
4 - Roof 


5 - Pressure clamp 
Q 2units. 2 
Q Replace if damaged. 


6 - Rear map lights 


Q Remove and instali’S 
Electrical devices; Rép. 
gr. 96 ; Switches, lights; 
and internal lamps, 
alarm . 

7 - B pillar lining 

Q Remove and install 

= page 109. 
8 - C-pillar covering 

Q Remove and install 

= page 113. 
9 - Separators 


Q Before the assembly, 
check the spacers for 
the right seating and, if 
necessary, fasten with 
proper glue. 


10 - Separators 


Q Before the assembly, R70-10233 
check the spacers for 
the right seating and, if necessary, fasten with proper glue. 


Q “Vehicles without rear map lamp” - 4 units 
Q “Vehicles with rear map lamp” - 6 units 


11 - Separators 
Q Before the assembly, check the spacers for the right seating and, if necessary, fasten with proper glue. 


6.4 Moulded headliner (Fox) “version 2” - 
remove and install 


6.4.1 Removal 

- Remove the roof grab handles = page 27 . 

- Remove A-pillar coverings = page 108 . 

— Unplug the doors' sills = page 29 . 

- Unplug the side linings = page 116 . 

- Remove the linings of column B -7- = page 109 . 
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- Remove the linings of column C -8- > page 113 . 
- Remove the parasols = page 25. 


- Remove make-up mirror lights = Electrical system ; Rep. gr. 
96 ; Switches, lights and internal lamps, alarm . 


- Remove internal light = Electrical system ; Rep. gr. 96; 
Switches, lights and internal lamps, alarm . 


— Remove the rear map lamp -6- = Electrical devices; Rep. gr. 


96 ; Switches, lights and internal lamps, alarm . 


- Remove the clamps -5- with the: félp of the Removal lever - 
0 ‘ 


- Pull the roof's pre-molded lining -3- in the rear area, out of the 
rear lid sealing -2-. 


- Uniformly lower the‘roof's pre-molded lining -3- and remove it 
through the vehicle's rear side (luggage compartment). 


(a) Note 


For the removal of the roofs pre-molded lining -3-, it is recom- 
mended the help:of a second operator. 


6.4.2 __ Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


@) Note 


Before the assembly, check the spacers -9-, -10- and -11- for 
the right seating and, if necesSary, fasten with proper glue. 
Carefully remove fastening clamps -52°l00) 7 ov" 

After installing, check if the roofs pre-molded lining -3- is com- 
pletely fitted to the seating of the rear lid sealing-2-. 


37 ‘ ro-toan3 


ro0008 


6.5 Moulded headliner (Fox) “sunroof” - assembly overview 
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1 - Rear lid interior panel 
2 - Rear lid edging's lip 
3 - Moulded headliner 
Q Remove and install 
= page 132. 
4 - Roof 
5 - Pressure clamp 
Q 2units. 
Q Replace if damaged. 


6 - Separators 


Q Before the assembly, 
check the spacers for 
the right seating and, if 
necessary, fasten with 
proper glue. 


7 - Cover 


8 - Sunroof assembly 


Q Removal and installa- 
tion = General body re- 
pairs, exterior; Rep. gr. 
60 ; Sunroof . 


9 - Bolt 
Q 1.5Nm. 
Q 2units. 


6.6 Moulded headliner (Fox) “sunroof” - re- 
move and install 


6.6.1 Removal ¢ 
- Remove the roof grab handles = page 27. 
- Remove A-pillar coverings = page 108 ¢ 


— Remove the cover -7- of the Sliding sunroof's activating motor 
- V1- and disconnect the connector of the eoound sensor 
for alarm system - G209- . 


- Remove Sliding sunroof motion control unit - “j246- = General 
body repairs, exterior; Rep. gr. 60 ; Sunroof . 


VW 
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- Remove securing bolts -9-. 

- Unplug the doors' sills = page 29 . 

—- Unplug the side linings = page 116 . 

- Remove the B pillar linings = page 109 . 
— Remove the C pillar linings = page 113 . 
- Remove the parasols = page 25. 


- Remove make-up mirror lights = Electrical system ; Rep. gr. 
96 ; Switches, lights and internal lamps, alarm . 


- Remove the rear reading lights = Electrical equipment; Rep. 
gr. 96; Internal bulbs, lights and switches, alarm . 


- Remove the clamps -5- with the help of the Removal lever - 
80-200- . 


- Pull the roof's pre- -molded liping?-39in therear area, out of the 
rear lid sealing -2-. Ja 


- Uniformly lower'the roof's pre-molded lining -3- and remove it 
through the,vehicle's rear side (luggage compartment). 


(a) Note 


For the removal of the roofs pre-molded lining -3-, it is recom- 
mended the help of a second operator. 


6.6.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


®) Note 


Before the assembly, check the spacers -6- for the right seat- 
Ing and, if necessary, fasten with proper glue. 


¢ Carefully remove fastening clamps -5-. 


@ = Afterinstalling, check if the roofs pre-molded lining -3- is com- 
pletelyditted to the seating of the rear lid sealing-2-. 


- Tighten the Securing bolt -9- to the torque of (1.5 Nm). 


6.7 Moulded headliner - replace 
Replace: 


- Remove the moulded headliner > page 128 


2? 
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- Invehicles with make-up mirror lights, lighting cut-outs must 
be performed in the new moulded headliner. 


(a) Note 


This procedure must be performed in an appropriate area in order 
to avoid damaging or soiling the new vehicle part. 


- Remove the metallic frames -3- of the old moulded headliner 


- Place the old part -2- over the new part -1- and make all nec- 
essary markings in the new part's cut-outs. Aregular ball-point 
pen can be used to make the markings. 


- Cut the moulded headliner in the marked areas -arrows-. Use 
a stiletto to cut out the openings. 


- Install the metallic frames -3-. 


(a) Note 


The metallic frames -3- are damaged upon removal. They must 
always be replaced by new metallic frames -3B0.868.829- . 


- Install the moulded headliner > page 128 


Pr) 
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7 Roof lining (4 ports) 
Removal lever - 80-200- 


7.1 Moulded headliner (Fox) “version 1” - asst overview 


4 - Rear lid interior panek’” 
2 - Rear lid edging's | / 
3 - Moulded headliner 

Q Remove and install 

= page 136 . 

Q Replace = page 144 
4 - Roof 
5 - Pressure clamp 

Q 2units. » 

Q Replace if damaged. 


6 - C-pillar coveting 


Q Remove and install 
= page 113 


7 - Separators % 

Q Before the assembly, 
check the spacers for 
the right seating and, if 
necessary, fasten with 
proper glue. , 


8 - Separators 


Q Before the assembly, 
check the spacers for 
the right seating and, if 
necessary, fasten with 
proper glue. 

Q “Vehicles without rear 
map lamp” - 4 units 


Q “Vehicles with rear map 
lamp” - 6 units 


|_R70-10236 
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7.2 Moulded headliner (Fox) “version 1” - 
remove and install 


7.2.1 Removal 

- Remove the roof grab handles = page 27 . 

- Remove A-pillar coverings = page\08 . 

- Remove B-pillar upper linings = page 111. 

- Remove the linings of-column C -6- = page 113. 
- Remove the sun yiSors > page 25. 


- Remove make-up mirror lights = Electrical system ; Rep. gr. 
96 ; Switches, Jights and internal lamps, alarm . 


- Remove internal light = Electrical system ; Rep. gr. 96 ; 
Switches, lights and internal lamps, alarm . 


- Remove thé rear reading lights = Electrical equipment; Rep. 
gr. 96 ; Intérnal bulbs, lights and switches, alarm . 


- Remove the clamps -5- with the help of the Removal lever - 
80-200- . 


- Pull the roof's pre-molded lining -3- in the rear area, out of the 
rear lid sealing -2-. 


- Uniformly lower the roof's pre-molded lining -3- and remove it 
through the vehicle's rear side (luggage compartment). 


(a) Note ; ra 
For the removal of the roofs pre-molded lining -3-, it is recom- 
mended the help of a second operator. 


7.2.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(@] Note 


@ Before the assembly, check the spacers -7- and -8- for the right 
seating and, if necessary, fasten with proper glue. 


@ Carefully remove fastening clamps -5-. 


¢ After installing, check if the roofs pre-molded lining -3- is com- 
pletely fitted to the seating of the rear lid sealing-2-. 


ro0386 


7.3 Moulded headliner (Fox) “version 2” - assembly overview 
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1 - Rear lid interior panel 
2 - Rear lid edging's lip 
3 - Moulded headliner 
Q Remove and install 
= page 137. 
Q Replace = page 144 
4 - Roof 


5 - Pressure clamp 
Q 2units. 
Q Replace if damaged. 


6 - Rear map lights 


Q Remove and install = 
Electrical devices; Rep. 
gr. 96 ; Switches, lights 
and internal lamps, 
alarm . 


7 - B pillar lining 

Q Remove and install 

= page 111. 

8 - C-pillar covering 
GQ Remove and install 

= page 113. : 

9 - Separators 


Q Before the assembly, 
check the spacers for 
the right seating and, if 
necessary, fasteh with 
proper glue. 


10 - Separators 


Q Before the assembly, 
check the spacers: i) = 
the right seating and, if necessary, fasten with proper glue. = 


Q “Vehicles without rear map lamp” - 4 units ! 
Q “Vehicles with rear map lamp” - 6 units S 


11 - Separators 
Q Before the assembly, check the spacers for the right seating and, if necessary, fasten with proper glue. 


74 Moulded headliner (Fox), “version 2” - on 
remove and install "19, 101 oyv0t®™ sad 
7.4.1 Removal 


- Remove the roof grab handles = page 27 . 

- Remove A-pillar coverings = page 108 . 

- Remove the upper linings of column B -7- = page 111. 
- Remove the linings of column C -8- = page 113 . 
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- Remove the sun visors = page 25 . 


- Remove make-up mirror lights = Electrical system ; Rep. gr. 
96 ; Switches, lights and internal lamps, alarm . 


- Remove internal light = Electrical system ; Rep. gr. 96 ; 
Switches, lights and internal lamps, alarm . 


- Remove the rear map lamp -6- = Electrical devices; Rep. gr. 
96 ; Switches, lights and internal lamps, alarm . 


- Remove the clamps -5- with the help of the Removal lever - 
80-200- . 


- Pull the roof's pre-molded lining -3- in the rear area, out of the 
rear lid sealing -2-. 


- Uniformly lower the roof's pre-molded lining -3- and remove it 
through the vehicle's rear side (luggage compartment). 


rE | 
(a) Note a foes 
For the removal of the roofs pre-molded lining -3-, it is recom- 
mended the help of a second operator. 


7.4.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


u Note 


Before the assembly, cheok the spacers -9-, -10- and -11- for 
the right seating and, if nécessary, fasten with proper glue. 


Carefully remove fastening clamps -5-. 


¢@ After installing, cheek if the roofs pre-molded lining -3- is com- 
pletely fitted to the seating of the rear lid sealing-2-. 


ro. 


7.5 Moulded headliner (Fox) “sunroof” - assembly overview 
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1 - Rear lid interior panel 
2 - Rear lid edging's lip 
3 - Moulded headliner 
Q Remove and install 
= page 139. 
4 - Roof 
5 - Pressure clamp sna anf 
Q 2units. yo \< 
Q Replacesif damaged. 
6- Separators 


Q Before the assembly, 
‘check the spacers for 
the right seating and, if 
necessary, fasten with 
proper glue. 


z- Cover 


8 - Sunroof assembly 

s OQ Removal and installa- 
tion = General body re- 
pairs, exterior; Rep. gr. 

3 60 ; Sunroof . 

9- Bolt 

oO 1.5Nm. 

2 2units. 
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7.6 Moulded headliner (Fox) “sunroof” - re- 
move and install 


7.6.1 Removal 

- Remove the roof grab handles = page 27 . 
- Remove A-pillar coverings = page 108 . 

- Remove B-pillar upper linings = page 111. 
- Remove the C pillar linings = page 113 . 

— Remove the sun visors = page 25 . 
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- Remove make-up mirror lights = Electrical system ; Rep. gr. 
96 ; Switches, lights and internal lamps, alarm . 


- Remove the cover -7- of the Sliding sunroof's activating motor 
- V1- and disconnect the connector ofthe ultra“séund sensor 
for alarm system - G209- . 


- Remove Sliding sunroof.motion control unit - J245- = General 
body repairs, exterior;-Rep. gr. 60 ; Sunroof . 


- Remove the rear .réading lights = Electrical equipment; Rep. 
gr. 96 ; Internal-bulbs, lights and switches, alarm . 


- Remove the clamps -5- with the help of the Removal lever - 
80-200- . 


- Pull the roof's pre-molded lining -3- in the rear area, out of the 
rear lid sealing -2-. 


- Uniformlyjower the roof's pre-molded lining -3- and remove it 
through the vehicle's rear side (luggage compartment). 


(a) Note 


For the removal of the roofs pre-molded lining -3-, it is recom- 
mended the help of a second operator. 


ro 1038, 


7.6.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


¢ Before the assembly, check the spacérs;-6- for the right’Seat- 
ing and, if necessary, fasten with proper glue. 


Carefully remove fastening clamps -5-. 


After installing, check if the roofs pre-molded lining -3- is com- 
pletely fitted to the seating of the rear lid sealing-2-. 


- Tighten the securing bolt -9- to the torque of (1.5 Nm). 


7.7 Moulded headliner (Spacefox/Suran) “version 1” - assembly overview 
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1 - Rear lid interior panel 
2 - Rear lid edging's lip 
3 - Moulded headliner 

Q Remove and install 


4 - Roof 


5 - Pressure clamp 
Q Replace if damaged. 


6- 


T- 


8- 


7.8 Moulded headliner (Spacefox/Suran) 


oo 


= page 141. 


Separators 


Q Before the assembly, 


check the spacers for 
the right seating and, if 
necessary, fasten with: 
proper glue. 


Q Spacer sizes may vary 


according to the ver- 
sion. 


Separators 


Q Before the ssembly, 


check the spacers for 
the rightseating and, if 
necessary, fasten with 
proper glue. 
Spacer-sizes may vary 
according to the ver- 
sion. % 


Separators: 


Q Before the assembly, 


check the spacers for 

the right seating and, if 

necessary, fasten with 

proper glu 

“Vehicles without rear 

map lamp” - 4 Units 

“Vehicles with rearmap lamp" - 6 units 

Spacer sizes may varVaccording to the version. 
“4 


{Go 
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“version 1” - remove and install 


Removal: 


Remove the roof grab handles = page 27 . 
Remove A-pillar coverings = page 108 . 
Remove B-pillar upper linings = page 111 . 
Remove the C pillar linings = page 114. 
Remove the lining from column D = page 115. 
Remove the sun visors > page 25. 
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- Remove make-up mirror lights = Electrical system ; Rep. gr. 
96 ; Switches, lights and internal lamps, alarm . 


- Remove the rear reading lights = Electrical equipment; Rep. 
gr. 96 ; Internal bulbs, lights and switches, alarm . 


- Disengage the clip -5- by using the Ejector lever - 80-200- . 


- Pull the roof's pre-molded lining -3- in the rear area, out of the 
rear lid sealing -2-. 


- Uniformly lower the roof's pre-molded lining -3- and remove it 
through the vehicle's rear side (luggage compartment). 
Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


¢@ Before the assembly, check the spacers -6- and -7- for the right 
seating and, if necessary, fasten with proper glue. 


¢ Carefully remove fastening clamp -5-. 


¢@ After installing, check if the roofs pre-molded lining -3- is com- 
pletely fitted to the seating of the rear lid sealing-2-. 


7.9 Moulded headliner (Spacefox/Suran) “version 2” - assembly overview 


kswagen Ac 


142 Rep. o:70- Trim, insulation 


s 
9, . 

>.Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 

General body repairs, interior - Edition 10.2014 


S 
- Rear lid interior panel 
Rear lid edging's lip 
Moulded headliner 
Q Remove and install 
= page 143 . 

4 - Roof 
5 - Pressure clamp 

Q Replace if damaged. 


ES 
1 
2 
3 


6 - Separators 


Q Before the assembly, 
check the spacers for 
the right seating and, if 
necessary, fasten with 
proper glue. 

»Q) Vehicles without rear 

% map lamp - 6 units 

“Q_ -A-only for vehicles with 

‘“orear map lamp - 8 units. 

Yop 

a Sacer sizes may vary 
according,to the ver- 
sion. nw Oey 


7 - Separators 


Q Before the assembly, 
check the spacers for 
the right seating and, if 
necessary, fasten with 
proper glue. 

Q Spacer sizes may vary 
according to the ver- 
sion. 


7.10 Moulded headliner (Spacefox/Suran) 
“version 2” - remove and install 

Removal: 

- Remove the roof grab handles = page 27 . 

- Remove A-pillar coverings = page 108 . 

- Remove B-pillar upper linings = page 111 . 

- Remove the C pillar linings = page 114 . 

- Remove the lining from column D = page 115. 

- Remove the sun visors = page 25. 


7. Roofing (4 ports) 143 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, interior - Edition 10.2014 


- Remove make-up mirror lights = Electrical system ; Rep. gr. 
96 ; Switches, lights and internal lamps, alarm . 


- Remove the rear reading lights = Electrical equipment; Rep. 
gr. 96 ; Internal bulbs, lights and switches, alarm . 


- Disengage the clip -5- by using the Ejector lever - 80-200- . 


- Pull the roof's pre-molded lining -3- in the rear area, out of the 
rear lid sealing -2-. 


- Uniformly lower the roof's pre-molded lining -3- and remove it 
through the vehicle's rear side (luggage compartment). 
Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


¢ Before the assembly, check the spacers -6- and -7- for the right 
seating and, if necessary, fasten with proper glue. 


¢ Carefully remove fastening clamp -5-. 10 wage” 
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¢ After installing, check if the roof’s pre-molded linjrig -3- is com- “ 

pletely fitted to the seating of the rear lid sealing-2-. 


7.11 Moulded headliner - réplace 


Replace: 


- Remove the moulded headliner > page 135 


- In vehicles with make-up mirrorjights, lighting cut-outs must 
be performed in the new moulded headliner. 


(a) Note 


This procedure must be performedin an appropriate area in order 
to avoid damaging or soiling the new vehicle part. 
G 


- Remove the metallic frames -3- of the old moulded headliner 


-2-. 


- Place the old part -2- over the new part -1- and make all nec- 
essary markings in the new part's cutouts. A regular ball-point 
pen can be used to make the markings: 


- Cut the moulded headliner in the marked areas -arrows-. Use 
a stiletto to cut out the openings. e 


- Install the metallic frames -3-. “M009 4 


(@] Note 


The metallic frames -3- are damaged upon removal. They must 
always be replaced by new metallic frames -3B0.868.829- . 


- Install the moulded headliner > page 135 
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8 Noise insulation 


8.1 Tools 
Special tools and workshop equipment required 
@ Hot air blower - V.A.G 1416- 


VAG 1416 


8.2 Assembly overview 


1 - Door 
2 - Noise insulation 
Q  Magnetized, hofmelting 
Q Install using the Hot air 
blower - VAG-1416- 
3 - Noise insulation: 
Q > Magnetized;hot melting 


Q Install using-the Hot air 
blower - VAG 1416- 
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1 - Rear lid interior panel (Fox) 
2 - Noise insulation 
Q Magnetized, hot melting 


Q Install using the Hot air 
blower - VAG 1416- 


3 - Rear lid exterior panel (Fox) 
4 - Noise insulation 
Q Magnetized, hot melting 


Q Install using the Hot air 
blower - VAG 1416- 


5 - Rear lid exterior panel 
(Spacefox/Suran) 


R70-10316 
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1 - Noise insulation 
GQ Magnetized, hot melting 
Q Install using the Hot air 

blower - VAG 1416- 

2 - Floor of the luggage com- 

partment 

3 - Noise insulation 
Q Magnetized, hot melting 
Q Install using the Hot air 

blower - VAG 1416- 


4 - Rear outer side panel 


R70-10115 
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1 - Noise insulation 
Q > Magnetized, hot melting 
Q Install using the Hot air 
blower - VAG 1416- 
2 - Noise insulation 
Q > Hot-melting 
Q Install using the Hot air 
blower - VAG 1416- 
3 - Noise insulation 
Q > Hot-melting 


Q Install using the Hot air 
blower - VAG 1416- 
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1 - Engine compartment's par- 
tition panel 
2 - Noise insulation 
GQ Magnetized, hot melting 
Q Install using the Hot air 
blower - VAG 1416- 
3 - Noise insulation 
Q  2units (one in each end) 
Q Self-adherent 


4 - Direct noise insulation 
Q Magnetized, hot melting 
Q Install using the Hot air 
blower - VAG 1416- 
5 - Left noise insulation 
Q  Magnetized, hot melting 


Q Install using the Hot ain 
blower - VAG 141625" 


& 


6 - Noise insulation RY 
Q Self-adherent® 


& 
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1 - Noise insulation 
Q For different versions. 
Q Self-adherent 


-R70-10253 | 
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1 - Fastening clip 


2 - Partition panel's upper 
acoustic insulation 


3 - Fastening nut 
4 - Fastening clip 


5 - Partition panel's acoustic in- 
sulation 


6 - Fastening clip 
7 - Partition panel 


AES 
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1 - Cross member 
2 - Noise insulation 


“R70-10120 
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1 - Roof 


2 - Roof's rear acoustic insula- 
tor 

Q Self-adherent 
3 - Roofs front acoustic’nsu- 
lator 

Q Self-adherent 
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1 - Roof 


Q_ For vehicles with sun- 
roof. 
2 - Roof's rear acoustic insula- 
tor 


Q Self-adherent 
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1 - Floor covering 
Q Remove and install 
= page 158 


2 - Front floor's acoustic insu- 
lation 


3 - Rear floor's acoustic insu- 
lation 


4 - Rear acoustic insulator 
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1 - Tunnel's acoustic insulator 
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1 - Front lid acoustic insulator 
Q For different versions. 
2 - Noise insulation 
Q For different versions. 
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1 - Noise insulation 
2 - Acoustic insulator 
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8.3 Floor lining - remove and install 
Removal: 4 


- Remove front Seats = = page 161. 
— Remove the backseat = page 173. 
- Remove the side lini (2 doors) = page 116. 


- Remove drive cable lever ‘tpn latch > General body re- 
pairs, exterior; Rep. gr. 55; C WEB a0, 7 
‘Ov 


- Remove the doors' sills = page 28 . 
- Remove the console > page 9 . 
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- Remove the fastening of the front safety belt from the floor 
= page 52. 
- Remove the accelerator pedal limiter. 


- Remove the lining -1- by unplugging it. 


Installation: 

: : ; a AG. Volkswageh ag 
The installation occurs in the reversal sequence of.reftioval. oy 
‘oI 


oe 


¢ 
3 @ 
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8.4 Handbrake lever cover - assembly overview 
41 - Handbrake lever covet! 
frame 8 


2 - Handbrake lever frame 


3 - Floor covering 
Q Remove and install 
= page 158 . 
4 - Lock washer 
Q 12 units. 


Q Replace each time after 
removing. 
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8.5 Handbrake lever cover - remove and in- 
stall 


Removal: 

- Remove front seats = page 161. 

- Remove the back seat = page 173. 

- Remove the side linings (2 doors) > page 41 guaaen SS Volkswagen ag qa, 


Snot. 

— Remove the doors' sills = page 28...” Mera, 
> (o> 

- Remove the console = page 9 0, 


- Remove the fastening of inet safety belt from the floor 
= page 52. 


- Install the floor covering 2+ 
S 
- Remove lock washers +3- (12 units). 


- Detach the handbral z lever frame -1- and remove from floor 
covering -2-. 


igs 


Installation: 


The installation occurs, 
serving the following: 


(a) Note 


Always replace the lock BA -3-, 


the reversal sequence of removal, ob- 


crpurposein Part orj 
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1 Front seats 
1.1 Front seat - remove and install 
1.1.1 Removal 


(a) Note 


o 


The removal and installation is described for the left side of the 
vehicle. The removal and installation for the right side of the 
vehicle is made in a similar manner. 


The seat is removed along with the rails. 


Push the seat ahead. 

Remove fastening screws -2- and -3-. 
Push the seat back. 

Remove fastening screws -1- and -4-. 


1.1.2 Installation 


i.Front seats 161 
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é 3 


a determinate the seat framework position. Q 
@ The screws -1,2,3 and 4- should be replaced at each removal. 
oe, 


- Push the seat ahead. Yeap 
- Tighten the securing bolt -2- to the:torque of (24 Nm). 
04 


vv 
- Push the seat back. 7: 


- Screw on the fastening screws -1- and -4-, in this sequence, 
both with torque of (24 Nm). 


- Push the seat ahead. 
- Tighten the securing bolt -3- to the torque of (24 Nm). 
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1.2 Front seat cover - assembly overview 


1 - Backrest adjustment mech- 
anism handle 


2- Cover of the front seat back- 
rest adjustment mechanism 
(tunnel side) 


3- Cover of the front seat back- 
rest adjustment mechanism 
(tunnel side) 


4 - Height adjustment lever 
5 - Bolt 

Q 2units 

Q 5.5Nm 


6 - Cover cap 


7 - Front seat side cover 


Q For the driver's seat, in- 
stalled in the left side. 


Q For the passenger's 6 
seat, installed in the 
right side. 3 
8 - Bolt 
Q 3units 
Q 2.5Nm 


1.3 Front seat cover (wittyparallel height os 
regulation) - removal and installation ase" 


1.3.1 Removal 


The removal and installation is described for the left side of the 
vehicle. The removal and installation for the right side of the ve- 
hicle is made in a similar manner. 


- Remove the front seat > page 161 . 
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- Unplug the backrest adjustment mechanism handle -1- pulling 
it outwatds. 
— Unslot the covers -2- and -3-. 


- Remove the cover caps -6-, together with the fastening screws I ; 
-5- and remove the height adjustment lever-4-. a 


- Remove thefastening screws -8- (3 units) and remove the S 
cover-7-.  % : 


1.3.2 __Instailation 


The installation occurs ifthe reversal sequence of removal, ob- 
serving the following: 


164 Rep. or-72- Seat frames 
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— Install the cover -7-, screw on the fastening screws -8- with 
torque of (2.5 Nm). 


- Install the height adjustment levér -4-, together with the fas- 
tening screws -5- with torque of(5.5 Nm) and its respective 
cover caps -6-. 


— Install the covers -2- and -3 


— Install the front seat = page 161. 


1.4 Fire extinguisher stpport - remove and 


install 
(a) Note 


The support is assembled in the front right seat (passenger's seat) 


Removal: 

- Remove the fire extinguisher . 

- Remove securing bolts -3-. 

- Remove the washers -2- and the support -1- of the seat frame- 
work. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten securing bolts -3- to (3 Nm) torque. 


1.5 Front seat head restraint - assembly overview 
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1 - Front seat head restraint 
Q Remove and install 
= page 166. 
2 - Head restraint guide 
Q Remove and install 
= page 170. 
3 - Front seat backrest 


Q Remove and install. 
= page 166. 
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1.531 Front seat head restraint - remove and 
install 


Removal: 


(a) Note 


The removal and installation is described for the left side of thé 
vehicle. The removal'and installation for the right side of thé ve- 
hicle is made in a similar manner. 


- Press the lock -arrow- according to detail, and remove the 
head restraint -1- pulling it upwards. 


Installation: 
- The installation occurs in the reversal sequence of removal. 


[[R72-t0082 


1.6 Front seat backrest - removal and in- 
stallation 


(@] Note 


The removal and installation is described for the left side of the 
vehicle. The removal and installation for the right side of the ve- 
hicle is made in a similar manner. 
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Removal: 
- Remove the front seat > page 161 . 


- Remove the front seat lining (with*parallel height adjustment) 
= page 163. 


— Unplug the right and left locks -2- of the check pins with a 
screwdriver. 


- Unlock the backing -1- and fold it forward. 

- Unplug the backing -1- of check pins with a screwdriver and 
remove the Seat assembly -4-. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note: 


@ Before assembling, it is necessary to check the locks -2- for 
damages:and, if necessary, replace them. 


@ Before theassembly, the right and left bushings -3- (2 units) 
should be placed in the backing’s respective housings -1-. 


1.7 Parallel height adjustment - removal and 
installation 

Removal: 

- Remove the front seat = pagé 61, 

- Remove the front seat lining = page 163 . 

- Remove the fastening bolts -arrows-. 

- Unplug the parallel height adjustment -1- with a screwdriver. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten securing bolts -3- to (10 Nm) torque. 


72-0005 


1.8 Backrest release mechanism cable - assembly overview 
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1 - Fastening lever 


2 - Left cable 


Q Remove and install 
= page 168 


3 - Right cable 
Q Remove and install 
= page 168 
4 - Cable guide 
5 - Left drawnspring 
6 - Right drawnspring 


19 Backrest release mechanism cable - re- 
move and install 


(a) Note 


The removal and installation is described for the front left seat. 
The removal and installation for the front right seat is made in a 
similar manner. 

Removal: 

- Remove the front seat = page 161. 

- Remove the front seat lining = page 163 . 

- Remove the front backrest > page 166 . 


- Remove the front seat backrest lining and padding 
= page 191. 
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RS 
S$ 


% 
- Unplug the left drawnspring+5-. Ro 
Yi. 
- Unplug the right drawnspring 6, we 
46, 


- Unplug the cables -2- and -3-in the lower art of the backing fo8 
and remove them from the backing frame’ dey yuo 
‘c £2) 


- Remove the cable guide -4- with a 90° turning clockwise. 

- Unplug the cables -2- and -3- of the fastening lever -1- and pull 
them out of the backrest frame. 

Installation: 


The installation occurs in the reversal sequence of removal. 
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1.10 Front seat head restraint guide - remove 
and install 


1.10.1 Removal 


uy Note 


The removal and installation is described for the front left seat. 
The removal and installation for the front right seat is made in 
a similar manner. 


@ There are two different guides of head rests, one with the un- 
locking button -1-.0r -2- and the other without the button -3-. 


@ There are two types of guides with unlocking button: Turned 
to the front of the:vehicle -2- and, for the European market, 
turned to the left door -1- 


Head rest guide (bushing) with unlocking button -1- or -2- 


- Inthe opposite side to the unlocking button, press the padding 
down and unlock the lock -arrow A- with a screwdriver. 
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@ 


Head rest guide (bushing) without unlocking button -3- 


- Inthe front of the guide without unlocking button, press the 
padding down and unlock the lock -arrow A- with a screwdriv- 
er. 


- Remove the head restraint guides pulling them upwards. 


1.10.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


@ Before assembling, it is necessary to check the head restraint 
guides (bushings) for damages and, if necessary, replace 
them. 


@ For the European market, in the head rest shafts, in the guide 
locking area, a thin layer of Vaseline should be applied. 


4:14 Folding table - remove and install 
Removal: 

- Place folding table in use position. 

- Remove the fastening bolts<arrowss, 

- Remove the folding table from front seat backrest. 


Installation: 


The. installation occurs in the reversal sequence of removal, ob- 
serving the following: 


= Tighten the securing bolts -arrows- to the torque of (2.5 Nm). 


ied 2 Object holder under the driver's seat - remoyal and installation 
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1 - Sliding rail 


Q Welded to the seat's 
framework 


2 - Locks 
3 - Object compartment 
Removal 
- Remove the front seat 
= page 161. 


- Pull the object holder 
completely ahead 
-arrow A-. 


- Press the locks -2- and 
pull the object holder up- 
wards -arrow B-. 


Installation 


- Place the object holder 
in the sliding rail and pull 
it below the seat. 


(a) Note 


Lubricate the object hol 
sliding rail with Lubricat 
052 778 A2- ¢ 


- Install the front seat 
= page 1610 


4 - Objects holdeF lining 
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2 Rear seats 
2.1 Back seat - remove and install 
2.1.1 Removal 


(a) Note 


The picture represents the seat with longitudinal adjustment. The 
removal of seat without longitudinal adjustment is made in an an- 
alogue manner. 

- Remove protection covers -4- (if any). 


- Remove the fastening nuts -3- (4 Units) and fold the hinges 
-2- upwards. 


- Fold the seat assembly -1- ahead andy, with the help of a sec- 
ond operator, remove it from the vehicle's rear side. 


2.1.2 Installation 


- Position the seat assembly in the folded condition and install 
the nuts -1-. 


(a) Note 


The installation of nuts -1- should be made with the seat assembly 
folded due to the pressure that the spring exerts under the hinge. 


- Return the seat assembly to the use position and fasten the 
nuts -1- with torque of (24 Nm). 


- Install protection covers -2- (if any). 
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2.2 Rear seat (one-piece, without longitudinal adjustment - version 1 - general 


overview of assembly 
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1 - Rear seat backrest (one- 


piece, without longitudinal ad- 
justment) 


Q Remove and install 
= page 175. 
2 - Drawing handle 


3 - Double latch 
Q Remove and install 
=> page 59. 


4 - Rear seat lock assembly 
without longitudinal adjust- 
ment (left side) 
5 - Bolt 

Q 1 unit. 

Q 40Nm 


6 - Seat framework 


7 - Bolt 
Q 1 unit. A) 
Q 40Nm 

8 - Rear seat lock assembly 


without longitudinal adjust- 
ment (right side) 


9 - Abdominal safety belt with 
simple fastening 
Q Remove and install 
= page 59. 


R72-10088 
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2.3 Rear seat (one-piece, without longitudinal adjustment - version 2 - general 
overview of assembly ac Vo) 


jo 


1 - Double latch xo 
Q Remove and install. 
=> page 59. , 


2 - Rear seat lock assembly 
without longitudinakadjust- 
ment (left side) 
3 - Bolt 

Q 4units 

Q 40Nm 


4 - Drawing handle 
5 - Seat framework 


6 - Abdominal'safety belt with 
simple fastening 
G1 Removesand install 
= page 59. 


7 - Rear seat lock assembly 
without longitudinal adjust- 


ment (right side) 

2.4 Backing (one-piece, without longitudinal 
adjustment - version 1) - remove and in- 
stall 

Removal: 


— Remove the back seat > page 173. 
- Remove the seat's backing lining and padding > page 198 . 


(a) Note 


@ = The lining do not need to be separated from the padding. 


= =The removal and installation is described for the left side of the 
rear seat backrest. The removal and installation for the right 
side of the rear seat backrest is made in an analogue manner. 
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- Remove the fastening screws -3-, together with the bushings 
-2- of the rear seat backrest -1-. 


- Remove the rear seat backrest -1- from the backseati-4-. 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(@] Note 


Before the assembly, clean the screw threads -3- and the re- 
spective bushings and apply chemical lock. 


- Tighten securing bolts -3- to (24 Nm) torque. 


2.5 Backing (one-piece, without longitudinal 
adjustment - version 2) - remove and in- 
stall 

Removal: 


- Remove the back seat = page 173. 
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— Remove the seat's backing lining and padding = B age 198 : 


(a) Note 


@ = The lining do not need tebe separated from the padding. 


= The removal and installation is described for the left side of the 
rear seat backrest. Fhe removal and installation for the right 
side of the rear seat backrest is made in an analogue manner. 


- Remove the fastening screws -3-, together with the bushings 
-1- of the rear seat backrest -2-. 


- Remove the rear seat backrest -2- from the backseat -4-. 


Installation: 


The installation o¢curs in the reversal sequence of removal, ob- 
serving the followihg: 


(a) Note 


Before the assembly,-clean the screw threads -3- and the re- 
spective bushings andapply chemical lock, 


- Tighten securing bolts +3; to (24 Nm) torque. 


Rao 


2.6 Rear seat (one-piece, withlongitudinaly” 
adjustment) - assembly overview 


2.Rearseats 177 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, interior - Edition 10.2014 


1 - Rear seat backrest (one- 
piece, with longitudinal adjust- 
ment) 
Q Remove and install 
= page 178. 


(a Note 


The seat and backing 
are not sold separately 


2 - Drawing handle 
3 - Abdominal safety belt with 
simple fastening 
Q Remove and install 
= page 59. 
4 - Double latch 


Q Remove and install 
= page 59. 
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2.7 Backing (one-piece, with longitudinal 
adjustment) - removal and installation 


Removal: 
- Remove the back seat > page 173. 
- Remove the seat's backing lining and padding = page 198 . 


(@] Note 


The lining do not need to be separated from the padding. 
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- Remove fastening screws -2- and -4-. 

- Remove the fastening screws -3-, and remove the backing 
framework -1- of the seat -5-. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


Before the assembly, clean the screw threads and the respective nuts and apply new chemical lock. 


- Screw on the fastening screws -2-, -2- and -4- with torque of 
(25 Nm). 
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2.8 Rear seat (two-piece, with longitudinal adjustment) - assembly overview 


1 - Abdominal safety belt with 
simple fastening 


Q Remove and install 
=> page 59. 
2 - Unlocking handle 
3- Double latch °°" 
Q Remove.aid install 
> page’59 ; 
4 - Two-piéce rear seat back- 
rest framework 
5- Lever for unlocking/folding 
the backing 


@ On the back part of the 
seat. 


6 = Seat rail 


5a Remove and install 
= page 181. 


2.9 Backing (two-piece) - removal and in- 
stallation 


Removal: 
- Remove the back seat = page 173. 
—- Remove the seat's backing lining and padding = page 201 . 


(@] Note 


@ The lining do not need to be separated from the padding. 
@ The bushing -5- is part of the seat structure -7-. 
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Remove fastening screws -2- and -3-. 

Remove the fastening screws -4-, and remove the backing frame- 
work -1- from the structure of the seat -7- and lining -6-. 
Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


Before the assembly, clean the screw threads and apply new 
chemical lock. 


- Screw on the fastening screws -2-, -2- and -4- with torque of 
(25 Nm). 


2.10 Seat rail - removal and installation 
Removal: 

- Remove the back seat = page 173. 

- Remove the seat's lining and padding = page 194 . 


(a) Note 


The lining do not need to be separated from the padding. 


\B)Rearseas 181 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, interior - Edition 10.2014 


R72-10092 


- Removethe nuts -1- (10 units). 
- Remove the rail -4- from the seat’s structure-2-. 


— Remove the abdominal safety belt with simple fastening -6- 
and the double fastenings -3- from their respective studs -5-, 
located in the structure of the seat rail -4-. 

Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Tighten securing nuts -1- with (30 Nm) torque. 


2.11 seat backrest stop (without longitudinal 
adjustment) - assembly overview 
(@] Note 


The removal and installation is described for the right side of the 
rear seat. The removal and installation for the left side of the rear 
seat is made in a similar manner. 
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1 - Pop rivet nut 
Q Install it using the tool 
POP NUT rivet nut ap- 
plier - EQ 7422. 
2- Bolt 
Q 3units 
Q 7Nm 
3 - Rear seat backrest without 
longitudinal adjustment 


4 - Stop (threaded pin) 


Q 12Nm 
5 - Bushing 
2.12 seat backrest stop (without longitudinal 


adjustment) - removal and installation 


Removal: 


(a) Note 


/t is not necessary to remove the “C’-pillar lining to access the 


rear seat's backrest. 


- Fold the seat backrest. 
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- Remove the stop (threaded pin) -4- along with the bushing 


Installation: 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Remove the stop (threaded pin) -4- with torque of (12 Nm).. 


2.13 Back seat head rest - assembly over- 
view 


és 


The removal and installation is described for the right side of the 
rear seat. The removal and installation for the left side and midale 


of the rear seat is executed in a similar manner. 


1 - Head rest 
@ Remove and install 
= page 185. 
2 - Head restraint guide (bush- 
ing) 
Q Remove and install 
=page 185 . 
3 - Front seat backrest 
Q Remoye and install 


=> pagé466 . 


4 - Rear seat rest‘unlocking 
button 
Q Remove and install 
=> page 187 . 


R72-10084 
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2.14 Rear seat head restraint - remove and 
install 


Removal: 


- Press the lock -2- according to detail -arrow-, and remove the 
head restraint -1- pulling it upwards. 


Installation: 


The installation occurs in the reversal sequence of removal. eo 


2 


72-1084 


2.15 Rear seat head restraint guide - remove 
and install 


2.15.1 Removal 


(@] Note 


The removal and installation is described for the right sitté of the 
rear seat. The removal and installation for the left side and middle 
of the rear seat is executed in a similar manne: 
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1 - Head restraint guide (bush- 
ing) with unlocking button 


Q_ In the side where there 
is the unlocking button, 
press the padding down 
and unlock the lock 
-arrow A- with a screw- 
driver. 


Q Remove the head re- 
straint guide (bushing) 
-1-pulling it upwards. 


2 - Head restraint guide (bush- 
ing) without unlocking button 


Q To remove it, press the 
front part of padding 
downwards and unlock 
the lock -arrow B-with a 
screwdriver . 


Q Remove thechead re- 
straint guidé (bushing) 
-2-pullingsit upwards. 


2.15.2 Installation 


The installation occurs in the*reyersal sequence of removal, ob- 
serving the following: 9D. son 


(a) Note 


Before assembling, it is necessary to check the head restraints 
guides for damages and, if necessary, replace them. 
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2.16 Rear seat backrest unlocking button - 
remove and install 


2.16.1 Removal 
- Fold the seat backrest. 


- Remove the unlocking button base -1- of the fastening hook 
according to detail -arrow- and remove it by pulling upwards, 
unplugging the rear seat backrest assembly -2-. 
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Finish of the rear seat backrest unlocking button: 


- Remove the finish with the help of a Scraper - VW 037-, pulling 
it upwards. 


2.16.2 Installation 
The installation occurs in the reversal sequence of removal. 
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4-— Seat -padd 


1 Front seats lining and padding 


covers 


1.1 Tools 
Special tools and workshop equipment required 
# Upholstery clip pliers - VAG 1634- 


4:2 Front seat backrest lining and padding - 
remove and install 


(@] Note 


¢@ During the removal and installation works, it is necessary to 
consider some differences, depending on the version of the 
respective equipment. 


= =The removal and installation is described for the front left seat. 
The removal and installation for the front right seat is made in 
a similar manner. 


1.2.1 Removal 


- Remove the front seat = page 161 . 


- Remove the front seat lining (with height adjustment) 
= page 163. 


- Remove the front seat backrest > page 166. 


V.A.G 1634 
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“4, f 
Disengage fastening profiles -3- from the seat framework -4-. 4 
"6, ~) 
Move the lining -1- upwards and in the theawhole edging. 
Papo, 
Remove the clamps -2-. "810104 


Remove the lining -1- with padding -5- from the seat frame- 
work -4-. 
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1.2.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


¢ The clamps -2- are damaged in the removal. They must al- 
ways be replaced by clips -N 015 261.1- . 


¢@ Assemble the clamps -2- using the pliers for tapestry clamp - 
VAG 1634-. 


1.3 Front backrest lining and padding - assembly overview 


1 - Front seat backrest lining 


GQ Remove and install 
=> page 191 


2 - Padding wire 


3 - Padding clamp 
4-Clip 

5-Lid 

6 - Activation lever 
7 - Fitting ruler 
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1.4 Front seat backrest lining and padding - 


(a) Note 


The removal and installation is described for the front left seat 
backrest. The removal and installation for the front right seat 
backrest is made in a similar manner. 


remove and install 


1.4.1 Removal 


(a) Note 


In assembly replace the activation lever -3- and the respective 
clamp -1- when they are damaged. 


Remove the front seat = page 161. 

Remove the front seat covers = page 163)... 
Remove the front seat backrest! page 166 . 

Remove the head restraint guide bushings = page 170. 
Remove the activating lever -3- of backing unlocking. 
Remove the lid=2-. 


Unplug the fitting ruler -2- in the lower section of the front seat 
backrest: 


Unplug the padding wires -1-. 
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- Move the lining -1- to access the clamps -6- and behind the 
stretching wires -3-. 


- Remove the clamps -6-. 


- Unplug the stretching wires -3- (2 units) and the left and right 
fastening belt -4-. 


- Remove the lining -1- with padding -5- of the front seat back- 
rest framework -2-. 


- Remove the padding -5- of the front seat backrest framework 


1.4.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 
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(a) Note 


@ The clamps -6- are damaged in the removal. They must al- 
ways be replaced by clips -N 015 261.1-. 


@ Assemble the clamps -6- using the pliers for tapestry clamp - 
VAG 1634-. 


1.5 Front seat head restraint lining and pad- 
ding - remove and install 
(@) Note 


The removal and installation is described for the front left seat 
head restraint. The removal and installation for the front right seat 
head restraint is made in a similar manner: 

Removal: 

- Remove the front seat head restraint > page 184. 


- Unplug the fitting ruler -1- in the lower section of the front seat 
head restraint. 


- Remove the lining -2- with padding -3- from the front seat head 
restraint frame. 

Installation: 

- The installation occurs in the revefsal sequence of removal. 
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2 Rear seat linings and paddings 


21 Tools 
Special tools and workshop equipment required 
@ Upholstery clip pliers - VAG 1634- 


V.A.G 1634 


2.2 Lining and padding of back seatwithout longitudinal adjustment) - assem- 
bly overview fe : 


1 - Rear seat bench lining 
Q_ Remove and install 
= page 195. 
2 - Rear seat bench padding 
Q Remove and install 
= page 195. 
3 - Rear seat framework (with- 
out longitudinal adjustment) 
4 - Lining fitting ruler 
5 - Rear seat bench lining ca- 
ble 
6 - Back seat lining cable fas- 
tening clamp 
Q -N015 261.1-. 
7 - Padding wire 
8 - Padding clamp 
Q -N 015 261.1-. 
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2.3 Lining and padidiig of back seat (without 
longitudinal adjustment) - removal and», 
installation 

2.3.1 & Removal 


- Remove the back seat = page 173. 
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- Unplug the fitting ruler -4- of the lining-1- in the lower part of 
the seat. 


- Untie the cables -5- in the framework's left and right side, as 
well as removing the clamps -6- of lining fastening-1-. 


- Pull the lining away -1- to gain access to the clamps -8- 


- Remove the clamps -8- and remove the lining -1- from the 
stuffing -2-. 


- Remove the padding -2- from the seat's structure-3-. 
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2.3.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(@] Note 


¢ The clamps -6- and -8- are damaged in the removal. They 
should always be replaced.with clamps -N 015 261.1- . 


¢@ Assemble the clamps -6- and -8- using the pliers for tapestry 
clamp - VAG 1634-. 


read 


2.4 Lining and padding of back seat (with longitudinal adjustment) - assembly 
overview 
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1 - Rear seat bench lining 
Q Remove and install 
= page 198. 
2 - Rear seat bench padding 
Q Remove and install 
=> page 198. 


3 - Rear seat framework with o\ 
longitudinal adjustment...” 


4- Lining fitting ruler 


5 - Rear seat befich lining ca- 
ble J 


6 - Back seat lining cable fas- 
tening clamp 


Q -N015 261.1-. 
7 - Padding wire 


8 - Padding clamp 
QO SN 015 261.1-. 
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2.5 Lining and padding of back seat (with 


longitudinal:adjustment) - removal and 
installation 


2.5.1 Removal 
- Remove the back seat = page 173. 


- Unplug the fitting ruler of the lining-4- in the lower part of the 
seat. 


- Untie the cables -5- in the framework's left and right side, as 
well as removing the clamps -6- of lining fastening-1-. 


- Pull the lining away -1- to gain access to the clamps -8- 


— Remove the clamps -8- and remove the lining -1- from the 
stuffing -2-. 


- Remove the padding -2- from the seat's structure-3-. 


3 


2.5.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


(a) Note 


@ The clamps -6- and -8- are damaged in the removal. They 
should always be replaced with clamps -N 015 261.1-. 


@ Assemble the clamps -6- and -8- using the pliers for tapestry 
clamp - VAG 1634- . 


2.6 Rear seat (bench) backrest lining and padding- assembly overview 
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1 - Back seat head rest 
Q Remove and install 
= page 184. 
2- Head restraint guide (bush- 
ing) 8 
Q Remove and install 
= page 185 . 
3 - Rear seat backrest lining 
Q Remove and install 
= page 199. 
4 - Padding wires 
5 - Padding clamp 
Q -N 015 264.1- 
6 - Rear seat backrest padding 
Q Remove and install 
= page 1992 


7 - Fastening clip ofthe safety 
belt 9 


8 - Rear seat backrest lining 
cable fastening profiles 


9 - Bolt 
Q 2units. 
Q 24Nm. 


10 - One-piece rear seat back- 
rest framework 


11 - Bolt 
Q 4units. 
Q 2.5Nm. 
12- Cap R74-10023 


Q Remove and install 
= page 187. 


13 - Rear seat rest unlocking button 
Q Remove and install = page 187 . 


20 Rear seat (bench) backrest lining and 
padding - remove and install 


2.7.1 Removal 

- Remove the back seat = page 173. 

- Remove the back seat head rests > page 184 . 

- Remove the back seat head rests guides = page 185 . 


- Remove the fastening screws -11- and remove the fastening 
clip from the safety belt -7-. 
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R74-10023 


- Remove the unlocking button and the rear seat finish 
= page 187. 


- Unplug the lining fastening profiles -8- in the whole border in 
the rear side of the backrest. 


- Pull the lining away -3- to gain access to the clamps -5-. 


- Remove the clamps -5- and remove the lining -3- from the 
backrest padding -6-. 


— Remove the backrest padding -6- from the backing struc- 
ture-10-. 


2.7.2 Installation 


The installation occurs in the reversal sequence of removal, ob- 
serving the following: 


- Install the safety belt's fastening clip -7- and fasten the fas- 
tening screws -11- with torque of (2.5 Nm). 
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(a) Note 


@ The clamps -5- are damaged in the removal. They should al- 
ways be replaced with clamps -N 015 261.1- . 


@ Assemble the clamps -5- using the pliers for tapestry clamp - 
VAG 1634-. 


2.8 Rear seat (Split) backrest lining and padding - assembly overview 


1- Two-piecs rear seat back- 
rest framework (right side) 


2 - Two-piece rear seat back- 
rest framework (left side) 
3~ Bolt 
od 4units. 
£Q 2.5Nm. 


4 - Fastening clip of the safety 
belt 


55 - Rear seat backrest lining 
-cable fastening profiles 


6 - Back seat 
7,- Padding wire 


8 Padding clamp 

a -N 015 261.1- 
9 - Two-piece rear seat back- 
rest padding (left side) 

Q > Refhove and install 


= page.202 . 


10 - Two-piece réar seat back- 
rest lining (left side) °“o,., 


Q Remove and install 
= page 202 . 
11 - Two-piece rear seat back- 
rest padding (right side) 
Q Remove and install 
= page 202. 


12 - Two-piece rear seat back- 
rest lining (right side) 
Q Remove and install 
= page 202. 
13 - Head restraint guide (bushing) 
Q Remove and install > page 185 . 


R74-10025 
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14 - Back seat head rest (right side) 
Q Remove and install > page 184 . 


2.9 Rear seat (split) backrest lining and pad- 
ding - remove and install 
(a) Note 


The removal and installation is described for the left side of the 
vehicle. The removal and installation for the right side of the ve- 
hicle is made in a similar manner. 


2.9.1 Removal 

- Remove the back seat = page 173° > : 

- Remove the back seat headrests = page 184 . 

- Remove the back seat héad rests guides = page 185 . 


- Remove the fastening screws -3- and remove the fastening 
clip from the safety:belt -4-. 


- Unplug the lining.fastening profiles -5- in the whole border in 
the rear side of the backrest. 


- Pull the lining away -10- to gain access to the clamps -8-. 


- Remove the clamps -8- and remove the lining -10- from the 
backing stuffing -9-. 


- pentove the npeest padding -9- from the backing struc- 
ture-2- 


2.9.2 Installation 


The installation occurs in the reversal, pecdeyce of removal, ob- 
serving the following: 


- Install the safety belt's fastening clip -4- and fasten the fas- 
tening screws -3- with torque of (2.5 Nm). 
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(a) Note 


@ The clamps -8- are damaged in the removal. They should al- 
ways be replaced with clamps -N 015 261.1-. 


@ Assemble the clamps -8- using the pliers for tapestry clamp - 
VAG 1634-. 
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